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Project:  OAHS Multi-Use Room Building 

Project No. 2-2022-02-22-01 
   Orcutt Academy High School 
   610 Pinal Ave, Orcutt, CA 93455 
 

Owner:    Orcutt Union School District 
500 Dyer Street 
Orcutt, CA  93455 

 

Architect:   19six Architects 
    560 Higuera Street, Suite C 
    San Luis Obispo, CA  93401 
 

Construction Manager: TELACU Construction Management 
  604 N. Eckhoff Street 
  Orange, CA  92868   

BID ADDENDUM 07 
 

Revision:         May 19, 2022 
 
 Note:  The following revisions and clarifications to the Bid Documents (plans and 
 specifications) shall become a part of the Contract Documents upon award of Bid.  All 
 Bidders are required to incorporate all necessary changes, additions, or deductions into their 
 proposals.   
 
 In case of conflict between Bid Documents and this Addendum, this Addendum shall  govern. 

Bidder shall acknowledge receipt of this Addendum on the Bid Form as noted in the 
Instruction to Bidders, failure to do so may subject Bidder to disqualification. 

 
Volume III –Bid Set Drawings 

1. Refer to Addendum A by 19-6 Architects which is attached hereto  

 

 

 

Prepared by, 

TELACU Construction Management  
 
 
 
Attachments: 

1. Addendum A by 19-6 Architects - Orcutt Academy MUR dated May 19, 2022 



  

 

ADDENDUM NO. A  

 

Project: Orcutt Union School District 

Orcutt Academy High School 

Multi-Use Room Building 

19six No.  20179.01 

DSA App. No.: 03-121912 File No.: N/A 

Bid No.: ### 

 

Date: May 19, 2022 

 

 

To all bidders submitting proposals for the above captioned project.  This Addendum is hereby included in the 

Contract Documents to the same extent as though it were originally included therein.  The following items modify, add 

to, delete from, or explain the drawings and/or specifications.  The contents of this Addendum shall take precedence over 

the original specifications and plans. 
 

 

DRAWINGS    

 

Item #1: Deferred Approvals. Add Soffit Composite Metal Panels to Deferred Approvals on sheet 

G-001. Revise details 7, 10, 17, 18, 20, 22, 23 on sheet A-703 to reflect deferred approval 

details. Add “Deferred Approval” note to keynote # 07.41A on sheet A-301. Add detail 21 

on sheet A-703. See revised sheets G-001, A-301 and A-703. 

Item #2: Acceptance Testing Note Add Acceptance Testing Note. See revised G-001. 

Item #3: Chain Link Gate.  Add reference call-out for chain link gate on Code Site Plan. See 

revised sheet G-101.   

Item #4: Anchor Bolts. Add anchor bolts for benches in locker rooms. See revised sheet A-201.  

Item #5: Top of Roof Height. Add top-of-roof elevation heights at main canopy, gym, indoor 

stage and locker rooms/classroom roofs on Roof Plan. See revised sheet A-221.   

Item #6: Section Detail. Revise section detail reference noted on 1/A-501. Remove detail on sheet 

A-501. See revised sheet A-501. 

Item #7: Parapet Ladder. Revise Parapet Ladder detail #25 on sheet A-701. Add Ladder detail on 

sheet A-701. See revised sheet A-701. 

Item #8: Details. Revise details #3, 5, 7, 8 on sheet A-702. Revise details 12, 13, 18, 20, 21, and 23 

on sheet A-921. See revised sheets A-702 and A-921. 

Item #9: Acoustic Ceiling Tile Main Runner. Revise acoustic ceiling tile main runner to be 

6101HRC Heavy Duty. See revised sheet A-922. 

Item #10: Wind Design Parameter. Add “ASCE 7-16 Figure 30.9-1” to Wind Design Parameters on 

Structural General Notes sheet. See revised sheet S-001. 
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Item #11: Structural Details. Revise details 2, 6, 10 and 12 on sheet S-102. Revise details 3 and 8 

on sheet S-103. Revise detail 14 on sheet S-104. Add detail 12/12A/12B on sheet S-106. 

Revise details 7 and 8 on sheet S-401. Revise details 2, 5, 6/6A, 7 and 12 on sheet S-402, 

Revise details 2, 4, 15 and 16 on sheet S-403. Revise detail 4 on sheet S-404. Add detail 

8/8A on sheet S-404. Revise details 2, 4, and 6 on sheet S-405. Add details 7, 8, 11, 12, 13, 

14, 15 and 16 to sheet S-405. See revised sheets S-102, S-103, S-104, S-106, S-401, S-402, 

S-403, S-404 and S-405. 

Item #12: Foundation Plan. Add steel columns to CMU walls on foundation plan. Add concrete 

reinforcement footing on foundation plan. Add reference callouts to foundation plan. 

Add Stage & Foundation Plan Keyed Notes 21, 22, 23, and 24. Change Stage & 

Foundation Plan Keyed Note 7. See revised sheet S-201. 

Item #13: Roof Framing Plan. Add reference callouts to roof framing plan. Add “Ceiling and 

Framing Plan at Storage & Electrical Rooms” detail. Add Roof Framing Plan Keyed Notes 

27 to 39. See revised sheet S-221. 

Item #14: CMU Walls. Add Keyed Notes 7 to 12 to sheet S-301. Add Keyed Notes 7 to 8 on sheet 

S-302. Add steel columns to CMU walls. Add dowels to CMU walls. Call-out shear walls at 

Outdoor Stage. See revised sheets S-301 and S-302. 

Item #15: Mechanical Details. Add details 17 and 18 to sheet M401. Revise details 1, 2 and 3 on 

sheet M402. See revised sheets M-401 and M402. 

Item #16: Plumbing Details. Revise detail 9 on sheet P002. Add detail 17 on sheet P002. See 

revised sheet P002. 

Item #17: Electrical Details. Revise detail 3 on sheet E-301. Revise details 2 and 6 on sheet E-302. 

See revised sheets E-301 and E-302. 

Item #18: Fire Protection Detail. Revise detail 1 on sheet FP103. See revised sheet FP103. 

Item #19: Piping Floor Plan. Add note on sheet FP201. See revised sheet FP201. 

Item #20: Bleachers Detail. Select details found in detail A/D9B. See revised sheet D9B. 

 

ATTACHMENTS: 

G-001       TITLE SHEET 

G-101       CODE SITE PLAN 

A-201       FLOOR PLAN 

A-221       ROOF PLAN 

A-301       EXTERIOR ELEVATIONS 

A-501       ENLARGED FLOOR PLAN AT RR & ENTRY 

A-701       EXTERIOR DETAILS 

A-702       EXTERIOR DETAILS 

A-703       EXTERIOR DETAILS 

A-921       INTERIOR DETAILS 

A-922       CEILING DETAILS 
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S-001       STRUCTURAL GENERAL NOTES 

S-102       TYPICAL DETAILS 

S-103       TYPICAL DETAILS 

S-104       TYPICAL DETAILS 

S-106       TYPICAL DETAILS 

S-201       FOUNDATION PLAN 

S-221       ROOF FRAMING PLAN 

S-301       CMU WALL ELEVATIONS 

S-302       CMU WALL ELEVATIONS 

S-401       STRUCTURAL DETAILS 

S-402       STRUCTURAL DETAILS 

S-403       STRUCTURAL DETAILS 

S-404       STRUCTURAL DETAILS 

S-405       STRUCTURAL DETAILS 

M401       MECHANICAL DETAILS 

M402       MECHANICAL DETAILS 

P002        PLUMBING DETAILS 

E-301       ELECTRICAL DETAILS 

E-302       ELECTRICAL DETAILS 

FP103       DETAILS 

FP201       PIPING FLOOR PLAN 

D9B          WALL BUCK ATTACHMENT DETAIL 

 

 

 

 _______________________________________________  

Alan Kroeker  C-22474 
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GENERAL PROJECT NOTES - K12

1. ALL WORK SHALL CONFORM TO CURRENT TITLE 24 CALIFORNIA CODE OF REGULATIONS 
(CCR).

2. THE PROJECT MANUAL AND SPECIFICATIONS IN CONJUNCTION WITH THESE DRAWINGS AND 
REFERENCES SHALL FORM A PART OF THE CONTRACT AND SHALL BE REFERRED TO AS THE 
“DOCUMENTS.” THE DOCUMENTS DEFINE THE WORK TO BE PERFORMED AS AGREED TO IN 
THE CONTRACT

3. CHANGES TO APPROVED DRAWINGS AND SPECIFICATIONS SHALL BE MADE BY AN ADDENDUM 
OR A CONSTRUCTION CHANGE DOCUMENT (CCD) APPROVED BY THE DIVISION OF THE STATE 
ARCHITECT AS REQUIRED BY SECTION 4-338, PART 1, T24 CCR.

4. A DSA CERTIFIED INSPECTOR CLASS 1 (TO BE DETERMINED BY DSA) SHALL BE EMPLOYED BY 
THE DISTRICT AND SHALL PROVIDE CONTINUOUS INSPECTION OF THE WORK.  THE DUTIES OF 
THE INSPECTION ARE DEFINED IN SECTION 4-342,   PART 1, T24, CCR.    

5. APPARENT DISCREPANCIES ON DRAWINGS AND/OR SPECIFICATIONS SHALL BE REPORTED TO 
THE ARCHITECT BEFORE PROCEEDING WITH THE WORK.

6. ANY DIFFERENCE BETWEEN THE EXISTING CONSTRUCTION AS OBSERVED IN THE FIELD AND 
AS SHOWN ON THE DRAWING SHALL BE REPORTED TO THE ARCHITECT BEFORE PROCEEDING 
WITH THE WORK.

7. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO STARTING WORK. THE 
ARCHITECT SHALL BE NOTIFIED OF ANY DISCREPANCIES OR INCONSISTENCIES. THE 
CONTRACTOR IS RESPONSIBLE FOR CHECKING AND COORDINATING DIMENSIONS.

8. IT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO ENSURE THAT ALL 
APPLICABLE SAFETY LAWS ARE STRICTLY ENFORCED AND TO MAINTAIN A SAFE 
CONSTRUCTION PROJECT.

9. IT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO PROVIDE SUPERVISION 
OF THE CONSTRUCTION WORK TO ENSURE THAT IT IS BUILT IN CONFORMANCE WITH THE 
APPROVED PLANS AND SPECIFICATIONS. THE ARCHITECT WILL PROVIDE ONLY PERIODIC 
OBSERVATION OF THE WORK. SEE NOTE 3 FOR DSA INSPECTION REQUIREMENTS.

10. ANY DAMAGE DONE TO THE EXISTING CONSTRUCTION DURING THE COURSE OF THIS WORK 
SHALL BE REPLACED BY THE CONTRACTOR AT THE CONTRACTOR'S EXPENSE WITH NO 
ADDITIONAL COST TO THE OWNER.

11. GRADING PLANS, DRAINAGE IMPROVEMENTS, ROAD & ACCESS REQUIREMENTS AND 
ENVIRONMENTAL HEALTH CONSIDERATIONS SHALL COMPLY WITH ALL LOCAL ORDINANCES.

12. THE SEISMIC ANCHORAGE OF MECHANICAL AND ELECTRICAL EQUIPMENT SHALL CONFORM 
TO C.C.R. TITLE 24, 2013 CBC ASCE-7. ANCHORAGE DETAILS FOR ROOF/FLOOR MOUNTED 
EQUIPMENT SHALL BE SHOWN ON PLANS.

13. CUTTING, BORING, SAWCUTTING OR DRILLING THROUGH THE NEW OR EXISTING STRUCTURAL 
ELEMENTS TO BE DONE ONLY WHEN SO DETAILED IN THE DRAWINGS OR ACCEPTED BY THE 
ARCHITECT AND THE STRUCTURAL ENGINEER WITH THE APPROVAL OF DSA 
REPRESENTATIVE. ALL WELDING SHALL BE SPECIALLY INSPECTED BY AN AWS-CWI QUALIFIED 
INSPECTOR APPROVED BY DSA. ALL BRACING OF DUCTS AND PIPING SHALL BE INSTALLED IN 
ACCORDANCE WITH SMACNA GUIDELINES AS APPROVED BY DSA. WHERE BRACING DETAILS 
ARE NOT SHOWN ON THE DRAWINGS OR IN THE GUIDELINES, THE FIELD INSTALLATION SHALL 
BE SUBJECT TO THE APPROVAL OF THE ARCHITECT, MECHANICAL ENGINEER AND FIELD 
ENGINEER. A COPY OF THE GUIDELINES PUBLISHED BY SMACNA AND APPROVED BY DSA 
SHALL BE PROVIDED BY THE CONTRACTOR AND KEPT ON THE JOB AT ALL TIMES.

14. THE INTENT OF THESE DRAWINGS AND SPECIFICATIONS IS THAT THE WORK OF THE 
ALTERATION, REHABILITATION OR RECONSTRUCTION IS TO BE IN ACCORDANCE WITH TITLE 
24, CALIFORNIA CODE OF REGULATIONS. SHOULD ANY EXISTING CONDITIONS SUCH AS 
DETERIORATION OR NON-COMPLYING CONSTRUCTION BE DISCOVERED WHICH IS NOT 
COVERED BY THE CONTRACT DOCUMENTS WHEREIN THE FINISHED WORK WILL NOT COMPLY 
WITH TITLE 24, CALIFORNIA CODE OF REGULATIONS, A CONSTRUCTION CHANGE DOCUMENT, 
OR A SEPARATE SET OF PLANS AND SPECIFICATIONS, DETAILING AND SPECIFYING THE 
REQUIRED WORK SHALL BE SUBMITTED TO AND APPROVED BY THE DIVISION OF THE STATE 
ARCHITECT BEFORE PROCEEDING WITH THE WORK.

15. A DSA ACCEPTED TESTING LABORATORY DIRECTLY EMPLOYED BY THE SCHOOL DISTRICT 
SHALL CONDUCT ALL THE REQUIRED TESTS AND INSPECTIONS FOR THE PROJECT.

16. THE WORK SHALL COMPLY WITH THE PROVISIONS OF CHAPTER 33 OF CBC & CFC, 2019 
EDITION FIRE SAFETY DURING CONSTRUCTION AND DEMOLITION.
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G-001

TITLE SHEET

ORCUTT ACADEMY

HS MUR BUILDING

MAY 10, 2022

20179.01XX

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

SHEET # SHEET NAME REV # DATE

E-402 FIRE ALARM CALCULATIONS

E-403 FIRE ALARM DETAILS

E-501 COMMUNICATIONS RISER DIAGRAM

E-502 COMMUNICATIONS DETAILS

E-601 INTERIOR LIGHTING COMPLIANCE FORMS

E-602 EXTERIOR LIGHTING COMPLIANCE FORMS

E-603 POWER DISTRIBUTION COMPLIANCE FORMS

ELECTRICAL SHEETS TOTAL: 22

9. FIRE PROTECTION

FP101 PROJECT INFORMATION

FP102 HYDRAULIC SITE PLAN

FP103 DETAILS

FP201 PIPING FLOOR PLAN

FP211 REFLECTED CEILING PLAN

FP401 SECTION

FIRE PROTECTION SHEETS TOTAL: 6

10. BLEACHER SEATING VENDOR DRAWINGS

SH01 COVER SHEET

KP01 KEY PLAN

FP01 PLAN OF SEATING - BANK A

FP02 PLAN OF SEATING - BANK B

SC01 SECTION VIEW - BANK A & B

DT01 DETAILS - BANKS A & B

DT02 FRAMING & ATTACHMENT PLAN - BANKS A & B

CS1 COVER SHEET

CS1A DRAWINGS & SPECIFICATIONS FOR MAXAM BLEACHERS

CS1B DRAWINGS & SPECIFICATIONS FOR MAXAM BLEACHERS

CS2 PLAN OF SEATING - 9.625" RISE

CS3 ELEVATION OF SEATING - 9.625" RISE

CS4 REAR VIEW OF 1-19 TIERS - 9.625" RISE

CS5 MAXAM SINGLE TIER ISOMETRIC VIEW

D1 DECK CROSS SECTIONS

D2 DECK STABLIZER ASSEMBLY

D3 SEAT CONNECTION DETAILS

D4 FLEX ROW UNIT

D4A FLEX ROW FRAME ASSEMBLY

D5 TIER 2 POWERED FRAME ASSEMBLY

D6 FRAME ASSEMBLY - 9.625" RISE

D7 FRAME COMPONENT DETAILS

D8 TOP DECK SECTIONS - CONTINUOUS WOOD BUCK

D8A TOP DECK ATTACHMENT DETAILS

D9A LOWER WALL ATTACHMENT DETAILS

D9B WALL BUCK ATTACHMENT DETAIL

D10 INTERMEDIATE AISLE & REMOVABLE FRONT STEP ASSEMBLY

D10A HINGED FRONT STEP ASSEMBLY

D11 CENTER AISLE HAND RAILS AND SOCKETS

D11B ROTATING AISLE HAND RAIL ASSEMBLY & DETAILS

D12 END RAIL ASSEMBLY & DETAIL

D12A TOP END RAIL ASSEMBLY - CONT. WOOD BUCK

BLEACHER SEATING VENDOR DRAWINGS TOTAL: 32

OVERALL SHEET TOTAL: 145

SHEET # SHEET NAME REV # DATE

1. OVERALL GENERAL INFORMATION

G-001 TITLE SHEET

G-002 CALGREEN  CODE COMPLIANCE

G-101 CODE SITE PLAN

G-201 CODE FLOOR PLAN

GENERAL SHEETS TOTAL: 4

2. CIVIL ENGINEERING

C-001 GENERAL NOTES

C-101 SITE TOPOGRAPHIC MAP

C-201 SITE GRADING AND DRAINAGE PLAN

C-202 EROSION CONTROL PLAN

C-301 SITE UTILITY PLAN

C-401 DETAILS

C-402 DETAILS

C-403 DETAILS

CIVIL SHEETS TOTAL: 8

3. LANDSCAPE ARCHITECTURE

L-101 PLANTING PLAN

L-201 IRRIGATION PLAN

L-301 LANDSCAPE DETAILS

L-401 PLANTING SPECIFICATIONS

L-501 IRRIGATION SPECIFICATIONS

LANDSCAPE ARCHITECTURE SHEETS TOTAL: 5

4. ARCHITECTURAL DRAWINGS

A-101 SITE PLAN

A-102 ENLARGED SITE PLAN

A-111 SITE DETAILS

A-112 SITE DETAILS AT EXTERIOR STAGE

A-201 FLOOR PLAN

A-202 COURT STRIPING

A-211 REFLECTED CEILING PLAN AT GYM

A-212 REFLECTED CEILING PLAN AT ROOMS

A-221 ROOF PLAN

A-251 FINISH PLAN

A-301 EXTERIOR ELEVATIONS

A-302 EXTERIOR ELEVATIONS ENLARGEMENT

A-401 BUILDING SECTION

A-402 BUILDING SECTION

A-403 BUILDING SECTION

A-501 ENLARGED FLOOR PLAN AT RR & ENTRY

A-502 ENLARGED FLOOR PLAN AT STAGE

A-503 ENLARGED FLOOR PLAN AT POP-OUTS

A-601 INTERIOR ELEVATIONS

A-602 INTERIOR ELEVATIONS

A-603 INTERIOR ELEVATIONS

A-604 INTERIOR ELEVATIONS

A-605 INTERIOR ELEVATIONS

A-701 EXTERIOR DETAILS

A-702 EXTERIOR DETAILS

A-703 EXTERIOR DETAILS

A-801 DOOR AND WINDOW SCHEDULE

A-821 DOOR AND WINDOW DETAILS

A-831 SIGNAGE DETAILS

A-901 WALL TYPES

A-921 INTERIOR DETAILS

A-922 CEILING DETAILS

A-923 CEILING DETAILS

A-931 CASEWORK DETAILS

ARCHITECTURAL SHEETS TOTAL: 34

5. STRUCTURAL ENGINEERING

S-001 STRUCTURAL GENERAL NOTES

S-002 SPECIAL INSPECTIONS

S-101 TYPICAL DETAILS

S-102 TYPICAL DETAILS

S-103 TYPICAL DETAILS

S-104 TYPICAL DETAILS

S-105 TYPICAL DETAILS

S-106 TYPICAL DETAILS

S-201 FOUNDATION PLAN

S-221 ROOF FRAMING PLAN

S-222 TRUSS LOAD PLAN

S-301 CMU WALL ELEVATIONS

S-302 CMU WALL ELEVATIONS

S-303 METAL STD WALL ELEVATIONS

S-401 STRUCTURAL DETAILS

S-402 STRUCTURAL DETAILS

S-403 STRUCTURAL DETAILS

S-404 STRUCTURAL DETAILS

S-405 STRUCTURAL DETAILS

STRUCTURAL SHEETS TOTAL: 19

6. MECHANICAL ENGINEERING

M001 MECHANICAL LEGEND, NOTES & ABBREVIATIONS

M201 MECHANICAL FLOOR PLAN

M221 MECHANICAL ROOF PLAN

M301 MECHANICAL SCHEDULES

M401 MECHANICAL DETAILS

M402 MECHANICAL DETAILS

M403 MECHANICAL DETAILS

En1.0 ENERGY COMPLIANCE

En1.1 ENERGY COMPLIANCE

En1.2 ENERGY COMPLIANCE

MECHANICAL SHEETS TOTAL: 10

7. PLUMBING ENGINEERING

P001 PLUMBING NOTES, LEGEND, SCHEDULES & ABBREVIATIONS

P002 PLUMBING DETAILS

P201 PLUMBING OVERALL FLOOR PLAN

P221 PLUMBING ROOF PLAN

P501 PLUMBING ENLARGED FLOOR PLAN

PLUMBING SHEETS TOTAL: 5

8. ELECTRICAL ENGINEERING

E-001 GENERAL NOTES, SYMBOLS  LEGEND

E-002 SINGLE LINE DIAGRAM

E-003 ELECTRICAL SCHEDULES

E-101 SITE ELECTRICAL PLAN

E-102 SITE FIRE ALARM PLAN

E-201 LIGHTING FLOOR PLAN

E-211 ELECTRICAL FLOOR PLAN

E-221 COMMUNICATIONS FLOOR PLAN

E-231 FIRE ALARM FLOOR PLAN

E-241 ROOF ELECTRICAL PLAN

E-251 LIGHTING PHOTOMETRIC PLAN

E-301 ELECTRICAL DETAILS

E-302 ELECTRICAL DETAILS

E-303 ELECTRICAL DETAILS

E-401 FIRE ALARM RISER DIAGRAM

ORCUTT UNION SCHOOL DISTRICT
ORCUTT ACADEMY HIGH SCHOOL MULTI-USE ROOM BUILDING

ABBREVIATIONS

PROJECT DESCRIPTION

THE PROPOSED PROJECT CONSISTS OF A NEW MULTI-USE ROOM BUILDING. THE BUILDING WILL BE 
COMPOSED OF A GYMNASIUM SPACE WITH ASSOCIATED LOBBY, RESTROOMS, STORAGE AND 
STAGE. ADJACENT TO THE MAIN GYM SPACE WILL BE BOY'S AND GIRLS LOCKERS AND ONE 
CLASSROOM SPACE. ON THE EXTERIOR OF THE BUILDING, AN EXTERIOR STAGE IS PROPOSED ON 
THE BACKSIDE OF THE INTERIOR STAGE. A NEW PARKING LOT WITH DIRECT ACCESS TO THE 
EXISTING RIGHT OF WAY WILL COMPLETE THE PROJECT SITE WORK PORTION. ASSOCIATED SITE 
UTILITIES SUCH AS POWER, DATA, WATER, SEWER, GAS ARE ALSO PART OF THE PROJECT.

APPLICABLE CODES & STANDARDS

DEFERRED APPROVALS

AT
CENTER LINE 
PENNY 
POUND 
PERPENDICULAR 
ANGLE 
ANCHOR BOLT 
ASPHALTIC CONCRETE 
ACOUSTICAL CEILING TILE 
ABOVE FINISH FLOOR
ALTERNATE 
ALUMINUM 
ANODIZED 
APPROXIMATE 
ARCHITECT OR ARCHITECTURAL 
BOARD 
BUILDING 
BLOCK(ING) 
BEAM 
CATCH BASIN 
CAST IRON 
CONSTRUCTION JOINT 
CEILING 
CLEAR 
CONCRETE MASONRY UNIT 
CLEAN OUT 
COLUMN 
CONCRETE 
CONTINUOUS
COUNTERSINK 
COLD WATER 
CHANNEL 
DOUBLE 
DEPARTMENT 
DETAIL 
DRINKING FOUNTAIN 
DIAMETER 
DIAGONAL 
DOWN 
DOWNSPOUT 
DRAWING 
EAST 
EXISTING 
EXPANSION BOLT 
EXPANSION JOINT 
ELEVATION 
ELECTRIC(AL) 
EDGE OF PAVING 
EQUAL 
EQUIPMENT
FLOOR DRAIN
FIRE EXTINGUISHER (& CABINET) 
FINISHED FLOOR 
FINISHED GRADE 
FLAT HEAD OR FIRE HYDRANT 
FINISH 
FLOW LINE 
FLASHING 
FLOOR 
FACE OF CONCRETE 
FACE OF FINISH 
FACE OF MASONRY 
FACE OF STUD 
FIBERGLASS REINFORCED PANEL 
FOOT OR FEET 
FOOTING 
GAUGE 
GALVANIZED 
GRAB BAR, GRADE BREAK 
GLASS 
GLUE LAMINATED BEAM 
GYPSUM 
GYPSUM WALL BOARD 
HOSE BIBB 
HEADER 
HEIGHT 
HORIZONTAL 
HEATER 
HEATING/VENTILATING/AIR 
CONDITIONING 

@

d 
0# 

AB 
AC 
ACT 
AFF 
ALT 
ALUM 
ANOD 
APPROX 
ARCH 
BD 
BLDG 
BLK(G) 
BM 
CB 
CI 
CJ 
CLG 
CLR 
CMU 
CO 
COL 
CONC 
CONT 
CSK 
CW 

DBL 
DEPT 
DET 
DF 
DIA 
DIAG 
DN 
DS 
DWG 
E
(E) 
EB 
EJ 
ELEV 
ELEC 
EP 
EQ 
EQUIP 
FD
FE(C) 
FF 
FG 
FH 
FIN 
FL 
FLG 
FLR 
FOC 
FOF 
FOM 
FOS 
FRP 
FT 
FTG 
GA 
GALV 
GB 
GL 
GLB 
GYP 
GWB 
HB 
HDR 
HGT 
HORIZ 
HTR 
HVAC 

CL INSIDE DIAMETER 
INSULATION OR INSULATED 
INVERT 
LAVATORY 
MATERIAL 
MAXIMUM 
MACHINE BOLT 
MECHANICAL 
MANUFACTURE OR MANUFACTURER 
MAN HOLE 
MINIMUM 
MISCELLANEOUS 
MASONRY OPENING 
NORTH 
NEW 
NOT IN CONTRACT 
NUMBER 
NOT TO SCALE 
ON CENTER 
OUTSIDE DIAMETER 
OPENING 
PLATE OR PROPERTY LINE 
PLASTIC LAMINATE
PLASTER (NUMBER - SEE SPECS) 
PLYWOOD 
PAINT (NUMBER - SEE SPECS) 
PRESSURE TREATED DOUGLAS FUR
QUARRY TILE 
ROOF DRAIN 
REFRIGERATOR 
REINFORCE OR REINFORCING 
ROUND HEAD 
ROOM 
ROUGH OPENING 
REDWOOD 
SOUTH 
SCHEDULE 
STORM DRAIN 
SHOWER 
SHEET 
SHEATHING 
SIMILAR 
THE ARCH SHEET METAL MANUAL 
SPECIFICATION 
SQUARE 
STAINLESS STEEL 
STANDARD 
STEEL 
SUSPENDED 
SYMMETRICAL 
TOP OF CURB OR TOP OF CONCRETE 
TOP OF CATCH BASIN 
TELEPHONE 
TEMPERATURE OR TEMPERED 
TONGUE & GROOVE 
TOP OF PAVING 
STRUCTURAL TUBING 
TELEVISION 
TOP OF WALL 
TYPICAL (ITEMS TYPICAL UNLESS SHOWN 
OR NOTED OTHERWISE) 
UNLESS OTHERWISE NOTED 
VINYL COMPOSITION TILE 
VERTICAL 
VERTICAL GRAIN DOUGLAS FIR 
VENT THRU ROOF 
WEST 
WATER CLOSET 
WHEELCHAIR ACCESSIBLE 
WOOD 
WIDE FLANGE 
WATER HEATER 
WATERPROOF 
WOOD SCREW 
WAINSCOT 
WELDED WIRE FABRIC 
WITH 
WITHOUT

ID 
INSUL 
INV 
LAV 
MATL 
MAX 
MB 
MECH 
MFR 
MH 
MIN 
MISC 
MO 
N 
(N) 
NIC 
NO OR # 
NTS 
OC 
OD 
OPNG 
PL 
PLAM
PLAS 
PLYWD 
PNT 
PTDF 
QT 
RD 
REF 
REINF 
RH 
RM 
RO 
RWD 
S
SCH 
SD 
SHR 
SHT 
SHTHG 
SIM 
SMACNA 
SPEC 
SQ 
SSTL 
STD 
STL 
SUSP 
SYM 
TC 
TCB 
TEL 
TEMP 
T&G 
TP 
TS 
TV 
TW 
TYP 

UON 
VCT 
VERT 
VGDF 
VTR
W 
WC 
W.C. 
WD 
WF 
WH 
WP 
WS
WSCT
WWF
W/
W/O

PARTIAL LIST OF APPLICABLE CODES AS OF JANUARY 1, 2020*
2019 CALIFORNIA ADMINISTRATIVE CODE (CAC), PART 1, TITLE 24 CCR*
2019 CALIFORNIA BUILDING CODE (CBC), PART 2, TITLE 24 CCR 

(2018 INTERNATIONAL BUILDING CODE, VOL. 1 & 2, AND 2019 CALIFORNIA AMENDMENTS)
2019 CALIFORNIA ELECTRICAL CODE (CEC), PART 3, TITLE 24 CCR 

(2017 NATIONAL ELECTRICAL CODE AND 2019 CALIFORNIA AMENDMENTS)
2019 CALIFORNIA MECHANICAL CODE (CMC), PART 4, TITLE 24 CCR 

(2018 IAPMO UNIFORM MECHANICAL CODE AND 2019 CALIFORNIA AMENDMENTS)
2019 CALIFORNIA PLUMBING CODE (CPC), PART 5, TITLE 24 CCR

(2018 IAPMO UNIFORM PLUMBING CODE AND 2019 CALIFORNIA AMENDMENTS)
2019 CALIFORNIA ENERGY CODE (CEC), PART 6, TITLE 24 CCR 
2019 CALIFORNIA FIRE CODE (CFC), PART 9, TITLE 24 CCR

(2018 INTERNATIONAL FIRE CODE AND 2019 CALIFORNIA AMENDMENTS)
2019 CALIFORNIA EXISTING BUILDING CODE (CEBC), PART 10, TITLE 24 CCR 

(2018 INTERNATIONAL EXISTING BUILDING CODE AND 2019 CALIFORNIA AMENDMENTS)
2019 CALIFORNIA GREEN BUILDING STANDARDS CODE (CALGREEN), PART 11, TITLE 24 CCR
2019 CALIFORNIA REFERENCED STANDARDS CODE, PART 12, TITLE 24 CCR
TITLE 19 CCR, PUBLIC SAFETY, STATE FIRE MARSHAL REGULATIONS
2016 ASME A17.1/CSA B44-13 SAFETY CODE FOR ELEVATORS AND ESCALATORS 

(PER 2019 CBC PART 2 CH 35)
NOTE:  CAL/OSHA ELEVATOR UNIT ENFORCES CCR TITLE 8 AND USES THE 2004 ASME A17.1 BY 
ADOPTION

PARTIAL LIST OF APPLICABLE STANDARDS
NFPA 13 - STANDARD FOR THE INSTALLATION OF SPRINKLER SYSTEMS 

(CA AMENDED 2016 EDITION)
NFPA 14 - STANDARD FOR THE INSTALLATION OF STANDPIPE AND HOSE SYSTEMS 

(CA AMENDED 2016 EDITION)
NFPA 20 - STANDARD FOR THE INSTALLATION OF STATIONARY PUMPS FOR FIRE PROTECTION 

(2016 EDITION)
NFPA 24 - STANDARD FOR THE INSTALLATION OF PRIVATE FIRE SERVICE MAINS AND 
     THEIR APPURTENANCES (CA AMENDED 2016 EDITION)
NFPA 72 - NATIONAL FIRE ALARM AND SIGNALING CODE (CA AMENDED 2016 EDITION)
NFPA 80 - STANDARD FOR FIRE DOORS AND OTHER OPENING PROTECTIVES (2016 EDITION)
NFPA 2001 - STANDARD ON CLEAN AGENT FIRE EXTINGUISHING SYSTEMS 

(CA AMENDED 2015 EDITION)
UL 464 - AUDIBLE SIGNALING DEVICES FOR FIRE ALARM AND SIGNALING SYSTEMS,
     INCLUDING ACCESSORIES (2003 EDITION)
UL 521 - STANDARD FOR HEAT DETECTORS FOR FIRE PROTECTIVE SIGNALING SYSTEMS 

(1999 EDITION)
UL 1971 - STANDARD FOR SIGNALING DEVICES FOR THE HEARING IMPAIRED (2002 -R2010)
ICC 300 - STANDARD FOR BLEACHERS, FOLDING AND TELESCOPIC SEATING, AND GRANDSTANDS 

(2017 EDITION)

FOR A COMPLETE LIST OF APPLICABLE NFPA STANDARDS REFER TO 2019 CBC (SFM) CHAPTER 35 
AND CALIFORNIA FIRE CODE CHAPTER 80. 

SEE CALIFORNIA BUILDING CODE CHAPTER 35 FOR STATE OF CALIFORNIA AMENDMENTS TO THE 
NFPA STANDARDS.

*ALL PARTS OF THE 2019 CALIFORNIA BUILDING CODE BECOME EFFECTIVE JANUARY 1, 2020 
EXCEPT THE EFFECTIVE DATE FOR THE USE OF THE 2019 BUILDING ENERGY EFFICIENCY 
STANDARDS (TITLE 24, PART 1, CHAPTER 10) IS JANUARY 8, 2019 AND THE EFFECTIVE DATE FOR 
THE USE OF THE CALIFORNIA ADMINISTRATIVE CODE (TITLE 24, PART 1, CHAPTER 4) IS JANUARY 8, 
2019.

VICINITY MAP

SHEET INDEX

NO. DATE DESCRIPTION

1. ROOF TRUSSES 

2. ALUMINUM STOREFRONT SYSTEM OVER 10 FT.

3. COMPOSITE METAL WALL PANEL SYSTEM

NOTE: FABRICATION AND INSTALLATION OF DEFERRED SUBMITTAL ITEMS SHALL NOT BE STARTED 
UNTIL CONTRACTOR'S DRAWINGS, SPECIFICATIONS AND ENGINEERING CALCULATIONS FOR THE 
ACTUAL SYSTEMS TO BE INSTALLED HAVE BEEN ACCEPTED AND SIGNED BY THE ARCHITECT OR 
STRUCTURAL ENGINEER AND APPROVED BY THE DSA.

NEW BUILDINGS SHALL BE PROVIDED WITH EMERGENCY RESPONDER RADIO COVERAGE IN 
ACCORDANCE WITH CALIFORNIA FIRE CODE SECTION 510. THE ARCHITECT-OF-RECORD (AOR) 
SHALL CONTACT THE LOCAL FIRE DEPARTMENT AND/OR EMERGENCY COMMUNICATIONS 
AUTHORITY TO OBTAIN DESIGN, EQUIPMENT SPECIFICATIONS, TESTING AND ACCEPTANCE 
CRITERIA. PLANS AND REQUESTED DOCUMENTATION SHALL BE SUBMITTED TO THE LOCAL 
AUTHORITY HAVING JURISDAICTION FOR REVIEW AND APPROVAL. UPON COMPLETION, COPIES OF 
APPROVED PLANS, EQUIPMENT DATA SHEETS, TESTING AND ACCEPTANCE DOCUMENTATION SHALL 
BE PROVIDED TO THE SCHOOL DISTRICT.

THE LOCAL FIRE DEPARTMENT HAVING JURISDICTION (SANTA BARBARA COUNTY FIRE 
DEPARTMENT) HAS DETERMINED THAT THIS PROJECT DOES NOT REQUIRE EMERGENCY 
RESPONDER RADIO COVERAGE PER CFC 510.

EMERGENCY RESPONDER RADIO COVERAGE 

PER CFC 510

A             05-18-2022          ADDENDUM A

4. SOFFIT COMPOSITE METAL PANELS

NOTE TO THE CONTRACTOR:

THE CALIFORNIA ENERGY CODE SECTION 10-103 REQUIRES ACCEPTANCE TESTING ON ALL 
NEWLY INSTALLED LIGHTING CONTROLS, MECHANICAL SYSTEMS, ENVELOPES, AND PROCESS 
EQUIPMENT AFTER INSTALLATION AND BEFORE PROJECT COMPLETION. AN ACCEPTANCE TEST 
IS A FUNCTIONAL PERFORMANCE TEST TO HELP ENSURE THAT NEWLY INSTALLED EQUIPMENT 
IS OPERATING AND IN COMPLIANCE WITH THE ENERGY CODE.

LIGHTING CONTROLS ACCEPTANCE TESTS MUST BE PERFORMED BY A CERTIFIED LIGHTING 
CONTROLS ACCEPTANCE TEST TECHNICIAN (ATT).

MECHANICAL SYSTEM ACCFEPTANCE TESTS MUST BE PERFORMED BY A CERTIFIED 
MECHANICAL ATT FOR PROJECTS SUBMITTED ON OR AFTER OCTOBER 1, 2021.

ENVELOPE AND PROCESS EQUIPMENT ACCEPTANCE TESTS SHALL BE PERFORMED BY THE 
INSTALLING CONTRACTOR, ENGINEER/ARCHITECT OF RECORD OR THE OWNER'S AGENT.

A LISTING OF CERTIFIED ATT'S CAN BE FOUND AT https://www.energy.ca.gov/programs-and-
topics/programs/acceptance-test-technician-certification-provider-program/acceptance

THE ACCEPTANCE TESTING PROCEDURES MUST BE REPEATED, AND DEFICIENCIES MUST BE 
CORRECTED BY THE BUILDER OR INSTALLING CONTRACTOR UNTIL THE 
CONSTRUCTION/INSTALLATION OF THE SPECIFIED SYSTEMS CONFORM AND PASS THE 
REQUIRED ACCEPTANCE CRITERIA.

PROJECT INSPECTORS WILL COLLECT THE FORMS TO CONFIRM THAT THE REQUIRED 
ACCEPTANCE TESTS HAVE BEEN COMPLETED.

ACCEPTANCE TESTING NOTE

BID ALTERNATES

1. ADDITIVE ALTERNTE #1 - PARKING LOT , SEE SHEETS G-101, C-201, C-202, C-301, L-101, L-201, A-101, 
E-101.

1. PROVIDE UNIT PRICING FOR IMPORTED BASE AND GEOGRID FOR  AREA AT PROPOSED BUILDING 
AND UNIT PRICING FOR IMPORTED BASE AND GEOGRID FOR AREA AT PROPOSED PARKING LOT 
ACCORDING TO AS FOLLOWS:
GEOGRID WILL BE TENSAR BX1200 OR EQUIVALENT AND IMPORTED BASE WILL BE A MINIMUM OF 
12 INCHES OF CLASS 2 AGGREGATE BASE. PRIOR TO PLACING GEOGRID, EXPOSED SUBGRADE 
SHOULD BE SMOOTH AND RELATIVELY FLAT. AFTER PLACING GEOGRID, A MINIMUM OF 12 INCHES 
AGGREGATE BASE SHOULD BE PLACED ABOVE GEOGRID. THE AGGREGATE BASE SHOULD BE 
FRONT LOADED ONTO THE GEOGRID AND SPREAD WITH THE EQUIPMENT WORKING ON THE 
AGGREGATE BASE. AGGREGATE BASE SHOULD BE WORKED TO PROVIDE AN UNYIELDING 
SURFACE COMPACTED TO 95% COMPACTION BASED ON ASTM D1557. AGGREGATE BASE SHOULD 
BE COMPACTED AT A MOISTURE CONTENT OF AT LEAST OPTIMUM. THE GEOGRID SHOULD BE 
WRAPPED OVER THE AGGREGATE BASE WITH AT LEAST TWO FEET OVERLAP.

UNIT PRICING

�
�

�
A

AS SHOWN ON SHEET A-301, A-302, AND A-703.�
�

�
A
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(E) BUILDING

ASSUMED PROPERTY LINE

PROJECT BUILDING

LEGEND

FIRE APPARATUS ACCESS LANE, MIN. 20FT WIDE

PATH OF TRAVEL (P.O.T.) 

• AS INDICATED, IS A COMMON BARRIER FREE ACCESS ROUTE  
• IS AT LEAST 48" WIDE.
• NO ABRUPT VERTICAL CHANGES EXCEEDING 1/2" BEVELED AT 1:2 

MAXIMUM SLOPE, EXCEPT THAT LEVEL CHANGES DO NOT EXCEED 1/4" 
VERTICAL. 

• THE PATH SURFACE IS SLIP RESISTANT, STABLE, FIRM, AND SMOOTH. 
• PASSING SPACES (11B-403.2) AT LEAST 60"x60" ARE LOCATED NOT 

MORE THAN 200' APART. 
• PARTS OF P.O.T. WITH CONTINUOUS GRADIENTS HAVE 60" LEVEL 

AREAS (11B-403.7) NOT MORE THAN 400' APART. 
• THE CROSS-SLOPE DOES NOT EXCEED 2% AND SLOPE IN THE 

DIRECTION OF TRAVEL IS LESS THAN 5% UNLESS OTHERWISE 
INDICATED. 

• (POT) SHALL BE MAINTAINED FREE OF OVERHANGING OBSTRUCTIONS 
TO 80" MINIMUM (11B-307.4) AND PROTRUDING OBJECTS GREATER 
THAN 4" PROJECTION FROM WALL AND ABOVE 27" AND LESS THAN 80" 
(11B-307). 

• ARCHITECT SHALL VERIFY PATH OF TRAVEL CONFORMS WITH THE 
ABOVE.

• DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE 
STATEMENT: THE P.O.T. IDENTIFIED IN THESE CONSTRUCTION 
DOCUMENTS MEETS THE REQUIREMENTS OF THE CURRENT 
APPLICABLE CALIFORNIA BUILDING CODE (CBC) ACCESSIBILITY 
PROVISIONS FOR PATH OF TRAVEL REQUIREMENTS FOR ALTERATION, 
ADDITIONS, AND STRUCTURAL REPAIRS. AS PART OF THE DESIGN OF 
THIS PROJECT, THE P.O.T. WAS EXAMINED AND ANY ELEMENTS, 
COMPONENTS, OR PORTIONS OF THE P.O.T. THAT WERE DETERMINED 
TO BE NON-COMPLIANT WITH CBC HAVE BEEN IDENTIFIED AND THE 
CORRECTIVE WORK NECESSARY TO BRING THEM INTO COMPLIANCE 
HAS BEEN INCLUDED WITHIN THE SCOPE OF THE PROJECT'S WORK 
THROUGH DETAILS, DRAWINGS AND SPECIFICATIONS INCORPORATED 
INTO THESE CONSTRUCTION DOCUMENTS. ANY NON-COMPLIANT 
ELEMENTS, COMPONENTS, OR PORTIONS OF THE P.O.T. THAT WILL NOT 
BE CORRECTED BY THIS PROJECT BASED ON VALUATION THRESHOLD 
LIMITATIONS OR A FINDING OF UNREASONABLE HARDSHIP ARE 
INDICATED IN THESE CONSTRUCTION DOCUMENTS. 

• DURING CONSTRUCTION, IF P.O.T. ITEMS WITHIN THE SCOPE OF THE 
PROJECT REPRESENTED AS CBC COMPLAINT ARE FOUND TO BE 
NONCONFORMING BEYOND REASONABLE CONSTRUCTION 
TOLERANCES, THE ITEMS SHALL BE BROUGHT INTO COMPLIANCE WITH 
THE CBC AS PART OF THE PROJECT BY MEANS OF A CONSTRUCTION 
CHANGE DOCUMENT. 

FENCE LINE

DECORATIVE FENCE LINE

EXIT DISCHARGE PATH TO SAFE DISPERSAL AREA

CHAIN LINK GATE, SWINGING TYPE.
-  ALLOWS MANUAL OPERATION BY ONE PERSON 
-  SHALL BE MAINTAINED IN AN OPERATIVE CONDITION AT ALL TIMES AND 
REPLACED OR REPAIRED WHEN DEFECTIVE
-  SEE 11

A-111

PROPOSED

MULTI-USE-ROOM

BUILDING

SADF

(E) BLDG

010

ADMIN

(E) 

BLDG

020

CLRM

(E) BLDG

030

CLRM

(E) BLDG

040

CLRM

(E) BLDG

160 CLRM

(E) BLDG

130 CLRM

(E) BLDG

080 CLRM

(E) BLDG

170 CLRM

(E) BLDG

060 CLRM

(E) BLDG

140 CLRM

(E) BLDG

120 CLRM

(E) BLDG

100 CLRM

(E) BLDG

090 CLRM

(E) BLDG

050

CLRM
(E) BLDG

070 CLRM

(E) BLDG

150 CLRM

(E) BLDG

180 CLRM

(E) BLDG

190 CLRM

(E) BLDG

200 CLRM

(E) BLDG

210 CLRM

(E) BLDG

030A RR

(E) FIRE HYDRANT

(TESTED HYDRANT )

SAFE DISPERSAL AREA = 100'x 56'

1849 OCC. X 3 SF/OCC = 5547 SF

5600 SF PROVIDED

PROPOSED

MULTI-USE-ROOM

BUILDING

PARKING LOT

PINAL AVE.

10' - 0"10' - 0"

5
6

' 
- 

0
"

PARKING LOT 
ENTRANCE
SIGN PER

20

A-111

PARKING LlGHT 
FIXTURE @ 
20'-0" A.F.F.

LlGHT FIXTURE 
@ 20'-0" A.F.F.

UNDER 
CANOPY 
LIGHTING @ 
± 10'-0" A.F.F.

WALL-MOUNTED 
EXTERIOR  

LlGHT FIXTURE 
@ ± 10'-0" A.F.F.

UNDER 
CANOPY 

LIGHTING @ 
± 10'-0" A.F.F.

24' - 0"

KNOX BOX FOR 
PARKING LOT GATE 
KEYS MOUNTED ON 
GATE POST

A-102

15

A-102

19

BASE BID BID ALT. #1

C-22474
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DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT 
THESE PLANS OR THE SPECIFICATIONS ARE 
SUITABLE FOR ANY SITE OTHER THAN THE ONE  
FOR WHICH THEY WERE SPECIFICALLY 
PREPARED. THE ARCHITECT DISCLAIMS 
RESPONSIBILITY FOR THESE PLANS AND 
SPECIFICATIONS IF THEY ARE USED IN WHOLE OR 
IN PART AT ANY OTHER SITE

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#
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G-101

CODE SITE PLAN

ORCUTT ACADEMY

HS MUR BUILDING

20179.01FC, HC

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

BUILDING INFORMATION
BLDG NO. DESCRIPTION D.S.A. APPLICATION # (YEAR) CERTIFICATION # (DATE)

010 ADMIN / MULTI-USE A# 18140 (1959) #1 (6/21/1960)

010 ADMIN / MULTI-USE A# 49494 (1988) #1 (7/21/1989)

010 ADMIN / MULTI-USE A# 03-102273 (2001) #1 (5/23/2006)

010 ADMIN / MULTI-USE A# 03-104880 (2005) #1 (4/19/2006)

010 ADMIN / MULTI-USE A# 03-11504(0 (2014) #1 (1/20/2015)

020 CLASSROOM/SERVING LINE A# 18140 (1959) #1 (6/21/1960)

020 CLASSROOM/SERVING LINE A# 03-102273 (2001) #1 (5/23/2006)

020 CLASSROOM/SERVING LINE A# 03-113888 (2011) #1 (2/01/2013)

030 CLASSROOMS A# 18140 (1959) #1 (6/21/1960)

030 CLASSROOMS A# 03-102273 (2001) #1 (5/23/2006)

030-A RESTROOMS A# 03-102273 (2001) #1 (5/23/2006)

030-A RESTROOMS A# 03-113888 (2011) #1 (2/01/2013)

040 CLASSROOMS A# 18140 (1959) #1 (6/21/1960)

040 CLASSROOMS A# 03-102273 (2001) #1 (5/23/2006)

050 CLASSROOMS A# 20918 (1961) #1 (1/07/1963)

050 CLASSROOMS A# 03-102273 (2001) #1 (5/23/2006)

060 CLASSROOM A# 49057 (1987) #2 (11/27/2018)

070 CLASSROOM A# 49057 (1987) #2 (11/27/2018)

080 CLASSROOM A# 50001 (1987) #2 (2/25/1998) (COND./SSF)

090 CLASSROOM A# 49412 (1986) #1 (7/09/1993)

100 CLASSROOM A# 51809 (1988) #1 ( 4/03/1995)

120 CLASSROOM A# 65285 (1996) #1 (8/25/2004)

130 CLASSROOM A# 68481 (1997) #1 (3-03-2004)

140 CLASSROOM A# 69117 (1997) #1 (10/30/2001)

150 CLASSROOM A# 69820 (1997) #1 (6/07/2000)

160 CLASSROOM A# 03-100712 (1998) #1 (12/09/2002)

170 CLASSROOM A# 03-106578 (2002) #1  (4/21/2004)

180 CLASSROOM A# 03-104482 (2000) #1 (3/16/2005)

190 CLASSROOM A# 03-104482 (2000) #1 (3/16/2005)

200 MULTI-USE A# 03-106546 (2002) #1 (4/06/2004)

210 CLASSROOM A# 03-106958 (2004) #1 (5/24/2005)

MUR BLDG PARKING LOT ANALYSIS
TOTAL NUMBER OF

STALLS
NUMBER OF ACC. STALLS

REQUIRED
NUMBER OF ACC.

STALLS PROVIDED
NUMBER OF VAN ACC.

STALLS REQUIRED
NUMBER OF VAN ACC.

STALLS PROVIDED

39 2 2 1 1

1" = 40'-0" 1CODE SITE PLAN

FIRE FLOW 

DSA FORM  810

NO. DATE DESCRIPTION

1 04-19-2022 Addendum 1

REQUIRED FIRE FLOW PER 2019 CFC APPENDIX BB

TYPE V-B @ 14,618 SF *3,250 GPM / 1,500 GPM WITH REDUCTION PER CFC BB105.1

PROVIDED FIRE FLOW *3,000 GPM

*MEASURED AT 20 PSI

EXISTING PARKING LOT ANALYSIS
TOTAL NUMBER OF

STALLS
NUMBER OF ACC. STALLS

REQUIRED
NUMBER OF ACC.

STALLS PROVIDED
NUMBER OF VAN ACC.

STALLS REQUIRED
NUMBER OF VAN ACC.

STALLS PROVIDED

80 4 4 1 1

X XX

X
X

PROPOSED 0"

24' WIDE DOUBLE CHAIN

LINK GATE PER 11

A-111

�
�

�
A
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UP

A

A

1

A-501
1

22

33

44

55

66

77

88

99

1010

1111

1212

1313

1414

_____4
A-301

_____3
A-301

_____2

A-301

LOBBY

101

MEN'S

RESTROOM
102
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26.05.A

WALL  TYPE TAG PER A-901A6

FLOOR PLAN LEGEND

A

101AA

WINDOW TYPE TAG

EQUIPMENT SCHEDULE

EQUIPMENT MARK

ROOM NUMBER

1200
A

ROOM NAME

101

ROOM NAME

DOOR TYPE TAG

RM SIGNAGE TAG - SEE A-831 FOR SIGN DETAILS

LOCKER CALCULATIONS 

CALCULATIONS PER C.B.C. 11B-225.2.1 LOCKERS

NUMBER OF LOCKERS PROVIDED: 356

PERCENT OF LOCKERS THAT MUST BE ACCESSIBLE: 5%

NUMBER OF ACCESSIBLE LOCKERS REQUIRED: 356*0.05 = 17.8

NUMBER OF ACCESSIBLE LOCKERS PROVIDED: 20 

ACCESSIBLE LOCKER

MIN.

ø 5' - 0"

4
'-
0
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.

2'-6" MIN.

WHEELCHAIR 
CLEAR SPACE

WHEELCHAIR 
CLEAR SPACE

CLEARANCE LEGEND
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A-201

FLOOR PLAN

ORCUTT ACADEMY

HS MUR BUILDING

20179.01FC, HC

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

1/8" = 1'-0" 1FLOOR PLAN

KEYNOTES

05.51.A ALUMINUM ACCESS LADDER WITH COVER

07.62.B 3” DIA. SCHEDULE 40 DOWNSPOUT, PAINTED. CONNECT TO STORM DRAIN SYSTEM.

10.51.A 12" WIDE X 72" TALL X 18" DEEP - 4-TIER LOCKERS

10.51.B 24" WIDE X 72" TALL X 18" DEEP - 2-TIER LOCKERS

10.51.E BENCH TO COMPLY WITH C.B.C. 11B-903

11.65.A

12.66.B TELESCOPING BLEACHERS AISLE

12.67.A BENCH

21.13.A AUTOMATIC FIRE SPRINKLER RISER. SEE FIRE SUPPRESSION DRAWINGS.

26.05.A FLOOR BOX FOR POWER, DATA AND COMMUNICATION

FLOOR PLAN GENERAL NOTES
1. ALL DIMENSIONS ARE FROM FACE OF STUD TO FACE OF PLYWOOD, STUD, AND CMU OR

CENTERLINE OF COLUMN.

2. ALL EXPOSED STEEL TO BE GALVANIZED AND PAINTED.

3. ALL EXPOSED PIPES, STRUCTURE, AND CONDUIT TO BE PAINTED.

4. NOTE: FABRICATION AND INSTALLATION OF DEFERRED SUBMITTAL ITEMS SHALL NOT BE STARTED
UNTIL CONTRACTOR'S DRAWINGS, SPECIFICATIONS AND ENGINEERING CALCULATIONS FOR THE
ACTUAL SYSTEMS TO BE INSTASEE LIST OF DEFERRED SUBMITTALS ON G-001LLED HAVE BEEN
ACCEPTED AND SIGNED BY THE ARCHITECT OR STRUCTURAL ENGINEER AND APPROVED BY THE
DSA. SEE LIST OF DEFERRED APPROVALS ON G-001

PROJECT
NORTH

NO. DATE DESCRIPTION

A. AN ADA COMPLIANT FM BASED ASSISTIVE LISTENING SYSTEM SHALL BE PROVIDED.

B. LOCATION:  THE ASSISTIVE LISTENING SYSTEM PROVIDED IS LIMITED TO SPECIFIC AREAS 
AND/OR SEATS, THESE AREAS SHALL BE WITHIN A 50-FOOT (1540 MM) VIEWING DISTANCE OF 
THE STAGE OR PLAYING AREA AND SHALL HAVE COMPLETE VIEW OF THE STAGE OR THE 
PLAYING AREA.

C. PORTABLE ASSISTIVE-LISTENING SYSTEM WILL BE PROVIDED.

ASSISTIVE LISTENING SYSTEM 

CALCULATIONS PER C.B.C. 11B-219.3 ASSISTIVE LISTENING SYSTEMS RECEIVERS

GYM (RM. 104)

NUMBER OF SEATS/OCCUPANT LOAD: 1,658

PERCENT OF SEATS TO REQUIRED MINIMUM NUMBER OF RECEIVERS: 4%

NUMBER OF REQUIRED RECEIVERS: 1,658*0.04 = 67

PERCENT OF RECEIVERS REQUIRED TO BE HEARING AID COMPATIBLE: 25%, BUT NO FEWER THAN 2

NUMBER OF RECEIVERS REQUIRED TO BE HEARING AID COMPATIBLE: 67*0.25 = 17

CLASSROOM (RM.115)

NUMBER OF SEATS/OCCUPANT LOAD: 46

PERCENT OF SEATS TO REQUIRED MINIMUM NUMBER OF RECEIVERS: 4%

NUMBER OF REQUIRED RECEIVERS: 46*0.04 = 2

PERCENT OF RECEIVERS REQUIRED TO BE HEARING AID COMPATIBLE: 25%, BUT NO FEWER THAN 2

NUMBER OF RECEIVERS REQUIRED TO BE HEARING AID COMPATIBLE: 2

F

H

20 2 ROWS OF 1/2" HILTI
KBTZ2 @ 12" O.C. MAX
STAGGERED, TYP. (4
ANCHOR BOLTS MIN.
EA. POST AS OCCURS.)
ICC-ESR 4266
SPECIAL INSPECTION
REQUIRED

9
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A-221

ROOF PLAN

ORCUTT ACADEMY

HS MUR BUILDING

20179.01FC, HC

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

1/8" = 1'-0" 1ROOF PLAN

ROOF DRAIN CALCULATIONS

ROOF AREA @ GRID 1-8 AND C (SIM. OPPOSITE SIDE)

DOWNSPOUTS: 4
AREA DRAINED PER DOWNSPOUT: 880 SF
RAIN INTENSITY: 170 SF/SQ IN

MINIMUM AREA PER DOWNSPOUT:
880/170 = 4.9 SQ IN ~3" ROUND DOWNSPOUTS (TYP)

RECTANGULAR GUTTER LENGTH = 88'
MAX GUTTER LENGTH = 50'-0"
# OF EXPANSION JOINTS = 1
GUTTER WIDTH = 6"
GUTTER DEPTH = 4.5"

KEYNOTES

05.51.B EXTERIOR ALUMINUM LADDER

07.54.A SINGLE PLY ROOF MEMBRANE SYSTEM

07.54.B TAPERED (CRICKETS) INSULATION FOR SLOPE

07.54.C TRAFFIC RATED ROOF WALKWAY, 36” WIDE

07.71.A ROOF DRAIN AND OVERFLOW

07.71.B OVERFLOW NOZZLE

07.72.A 30”x36” ROOF HATCH

08.62.A SKYLIGHTS, 36" X 36", CENTERED BETWEEN ROOF TRUSS. GLAZING TO BE SAFETY GLASS.

08.62.B SKYLIGHTS, 24" X 24". GLAZING TO BE SAFETY GLASS.

23.37.D EXHAUST HOOD PER MECHANICAL DRAWINGS

23.74.A PACKAGED HVAC UNIT PER MECHANICAL DRAWINGS

23.81.B SPLIT-SYSTEM HVAC UNIT, OUTDOOR UNIT PER MECHANICAL DRAWINGS

ROOF PLAN GENERAL NOTES
1. REFER TO MECHANICAL SHEETS FOR MECHANICAL EQUIPMENT INFORMATION

2. ALL ROOFING SHALL BE CLASS "A"

3. NOTE: FABRICATION AND INSTALLATION OF DEFERRED SUBMITTAL ITEMS SHALL NOT BE STARTED
UNTIL CONTRACTOR'S DRAWINGS, SPECIFICATIONS AND ENGINEERING CALCULATIONS FOR THE
ACTUAL SYSTEMS TO BE INSTASEE LIST OF DEFERRED SUBMITTALS ON G-001LLED HAVE BEEN
ACCEPTED AND SIGNED BY THE ARCHITECT OR STRUCTURAL ENGINEER AND APPROVED BY THE
DSA. SEE LIST OF DEFERRED APPROVALS ON G-001
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A-301

EXTERIOR

ELEVATIONS

ORCUTT ACADEMY

HS MUR BUILDING

20179.01FC, HC

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#
KEYNOTES

04.20.B 12" SPLIT FACE CMU

05.51.B EXTERIOR ALUMINUM LADDER

07.41.A METAL WALL PANELS

07.62.B 3” DIA.

EXTERIOR ELEVATIONS GENERAL NOTES
1. FOR WINDOW AND STOREFRONT SIZES AND MOUNTING HEIGHTS SEE SHEET A-802.

2. ALL STEEL TO BE GALVANIZED AND PAINTED.

3. EXTERIOR CEMENT PLASTER TO BE PAINTED.

1/8" = 1'-0" 1NORTH ELEVATION

1/8" = 1'-0" 3SOUTH ELEVATION

1/8" = 1'-0" 4WEST ELEVATION

1/8" = 1'-0" 2EAST ELEVATION

NO. DATE DESCRIPTION

 (DEFERED APPROVAL)

07.71.B OVERFLOW NOZZLE

09.24.A PORTLAND CEMENT PLASTER

09.24.C 2” ALUMINUM REVEAL

12.93.B BIKE RACK

DOWNSPOUT, PER PLUMBING SPECIFICATIONS, CONNECT TO STORM DRAIN

SYSTEM

1 Addendum 2April 27, 2022
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JOB NUMBER:
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DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT 
THESE PLANS OR THE SPECIFICATIONS ARE 
SUITABLE FOR ANY SITE OTHER THAN THE ONE  
FOR WHICH THEY WERE SPECIFICALLY 
PREPARED. THE ARCHITECT DISCLAIMS 
RESPONSIBILITY FOR THESE PLANS AND 
SPECIFICATIONS IF THEY ARE USED IN WHOLE OR 
IN PART AT ANY OTHER SITE
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SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399  
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A-501

ENLARGED FLOOR

PLAN AT RR &

ENTRY

ORCUTT ACADEMY

HS MUR BUILDING

20179.01FC, HC

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

PROJECT
NORTH

CLEARANCE TO FINISH SURFACE

FIXTURE ADULT

FOR CHILDREN'S USE CBC TABLE
11B-604.9AGES 5-8 AGES 9-12

DISPENSER OR MIRROR HEIGHT 40" MAX. 36" MAX. 36" MAX.

DRINKING FOUNTAIN BUBBLER HEIGHT 36" MAX. 36" MAX. 36" MAX.

DRINKING FOUNTAIN KNEE CLEARANCE 27" MIN. 27" MIN. 27" MIN.

LAVATORY/SINK KNEE CLEARANCE 27" MIN. 24" MIN. 24" MIN.

LAVATORY/SINK TOP HEIGHT 34" MAX. 29" MAX. 29" MAX.

RAMP/STAIR HANDRAIL HEIGHT 34"-38" 34"-38" 34"-38"

TOILET CENTERLINE FROM WALL 17"-18" 12"-15" 15"-18"

TOILET PAPER IN FRONT OF TOILET 7"-9" 7"-9" 7"-9"

TOILET SEAT HEIGHT (AT SEAT LID) 17"-19" 12"-15" 15"-17"

TOP OF GRAB BAR HEIGHT 33"-36" 20"-25" 25"-27"

URINAL FLUSH HANDLE HEIGHT 44" MAX. 37" MAX. 37" MAX.

URINAL LIP HEIGHT 17" MAX. 15" MAX. 15" MAX.

KEYNOTES

10.14.A ROOF ACCESS LADDER SIGN 6" WIDTH TO READ "ROOF ACCESS"

10.21.A TOILET COMPARTMENTS

10.28.A GRAB BAR, SEE DETAIL 3/A-921

10.28.C MIRROR

10.28.L SURFACE MOUNT TOILET TISSUE DISPENSER

10.28.M SURFACE MOUNT TOILET SEAT COVER DISPENSER

10.28.N SURFACE MOUNT SOAP DISPENSER

10.28.U SURFACE MOUNT SANITARY NAPKIN DISPOSAL, BOBRICK B-270

10.28.W SURFACE MOUNT AIR DRYER, BOBRICK B-7128

22.42.C LAVATORY. SEE PLUMBING DRAWINGS.

22.42.D WATER CLOSET. SEE PLUMBING DRAWINGS.

22.42.E URINAL. SEE PLUMBING DRAWINGS.

26.51.C LINEAR CEILING FIXTURE, REFER TO ELECTRICAL DRAWINGS.

RESTROOM PLAN GENERAL NOTES
1. MOUNTING HEIGHTS SHOWN ARE TYPICAL, UNLESS OTHERWISE NOTED.

2. ALL ACCESSORIES SHALL BE ACCESSIBLE WITH A MAXIMUM REACH HEIGHT OF 40" ABOVE FINISH
FLOOR.

3. SLOPE FLOORS 1/8" PER FOOT MINIMUM AND 1/4" PER FOOT MAXIMUM, UNLESS NOTED
OTHERWISE.

4. SEE ENLARGED TOILET PLAN AND INTERIOR ELEVATION DRAWINGS FOR TOILET ACCESSORY
LOCATIONS

5. OWNER FURNISHED ACCESSORIES SHALL BE CONTRACTOR INSTALLED.

6. PROVIDE BACKING FOR GRAB BARS AND SHELVES PER DETAIL.

7. ALL FLOOR DRAINS SHALL HAVE 1/2" MAX. STRAINER OPENING IN ALL DIRECTIONS SEE DETAILS.

8. ALL DIMENSIONS FOR ACCESS COMPLIANCE ARE TO FACE OF FINISH.

9. PROVIDE UNDER LAVATORY GUARDS, MOLDED VINYL COVERING FOR SUPPLY AND DRAIN PIPING
WITH FLIP TOP AT VALVE TO ALLOW SERVICE WITHOUT REMOVING COVERING.

10. THE SPACE BETWEEN WALL AND GRAB BAR SHALL BE 1 1/2". THE SPACE BETWEEN THE GRAB BAR
AND PROJECTING OBJECTS BELOW AND AT THE ENDS SHALL BE 1 1/2" MIN. THE SPACE BETWEEN
THE GRAB BAR AND PROJECTING  OBJECTS ABOVE SHALL BE 12" MIN.

1/4" = 1'-0" 1ENLARGED FLOOR PLAN AT RESTROOMS & LOBBY

2A 2D2C2B

3A 3D3C3B 3E

2E

MEN'S RESTROOM - 102 1/4" = 1'-0" 2

WOMEN'S RESTROOM - 103 1/4" = 1'-0" 3

NO. DATE DESCRIPTION

1/4" = 1'-0" 4RESTROOM SECTION

1
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3/16" gA. METAL BRACKET. ATTACH TO 
WALL W/ (2) #8X2-1/2" GRABBER 
WOOD SCREWS. PRE DRILL PLASTER 
PRIOR TO INSTALL. 

TAB BRACE @ BRACKET PAINT TO MATCH 
DS

3/16" GA. METAL STRAP RIVETED TO 
BRACKET PAINT TO MATCH DS. WELD 
DOWN SPOUT ALL AROUND.

SCHEDULE 40 
PIPE 
DOWNSPOUT 
UON.

DOWNSPOUT 
WELDED TOP 
AND BOTTOM.

METAL STRAP.

MET. BRACKET

NOTE:
FASTEN DOWNSPOUT 
TO WALL AT TOP AND 
BOTTOM MINIMUM.

2" RIGID 
INSULATION

1/2" PLYWOOD

LAP UNDERLAYMENT 
OVER SCREED

FRY REGLET CHANNEL 
SCREED 3/4"x3/4"

EXTERIOR CEMENT PLASTER 
OVER METAL LATH AND PAPER

PLYWOOD SHEATHING 
PER STRUCT

#10 WOOD SCREW

2"  RIGID INSULATION

OVERFLOW PIPE 
THROUGH WALL

JR. SMITH #1770 
OVERFLOW SPOUT 
FASTEN TO WALL & 
SEAL

EXTERIOR PLASTER

WALL FRAMING

2" RIGID INSULATION

3/16" gA. METAL BRACKET. ATTACH TO 
WALL W/ (2)1/4"x 1 3/4" HKB3. ESR# 1385

TAB BRACE @ BRACKET PAINT TO MATCH 
DS

3/16" GA. METAL STRAP RIVETED TO 
BRACKET PAINT TO MATCH DS. WELD 
DOWN SPOUT ALL AROUND.

SCHEDULE 40 
PIPE 
DOWNSPOUT 
UON.

DOWNSPOUT 
WELDED TOP 
AND BOTTOM.

METAL STRAP.

MET. BRACKET

NOTE:
FASTEN DOWNSPOUT 
TO WALL AT TOP AND 
BOTTOM MINIMUM.

OVERFLOW PIPE 
THROUGH WALL

JR. SMITH #1770 
OVERFLOW SPOUT 
FASTEN TO WALL & 
SEAL

EXTERIOR WALL

5
"

1
' -

 0
"

3
' -

 6
"

7"

P
E

R
 M

F
R

.

1
0
"

SAFETY CAP

ALUM. SERRATED 
GRAB BARS 

1"x3" x 1/8" CHANNEL 
FRAME W/ SERRATED 
TREDS 

(X) ONE PIECE 3/16" 
ALUM. BRACKETS 
EVENLY SPACED. 10' 
O.C. MAX. SPACING 
PER MFR. 

ALUMINUM LADDER 

1-/14" ALUM. 
SERRATED RUNGS 

1/4" DIA. HILTI KWIK BOLT 3. 
MIN 4" EMBEDMENT (4) PER 
BRACKET. PER ICC #1385. 
W/ NEOPRENE WASHER 

1
' -

 4
" 

±

6
"±

C
L

R
.

4
"

12" SPLIT FACE 
CMU

METAL COPING CAP

BUTYL SEALING 
TAPE

FTR #190E BONDING
ADHESIVE

THERMOPLASTIC
MEMBRANE

#9x1-1/2" 
STAINLESS 
FASTENERS

4x SHAPED NAILER

HILTI QUICK BOLT 3
AT 4' O.C.
MIN. 3" EMBEDMENT.
ICC ESR 1385

8" WIDE CONCEALED 
SPLICE PLATE AT 
EACH JOINT

#9x1-1/2" STAINLESS 
FASTENERS

12" WIDE 20 GA. 
GALV. ANCHOR 
CLIPS AT 4'-0" O.C.

FIELD VERIFY

BUTYL SEALING 
TAPE

J METAL

METAL COPING CAP

8" WIDE CONCEALED 
SPLICE PLATE AT 
EACH JOINT

#9x1-1/2" STAINLESS 
FASTENERS

16 GA. GALV. 
THERMAFAST J-TRACK

6
"

FIELD VERIFY

5
"

FTR #190E 
BONDING
ADHESIVE

KEE ROOF 
MEMBRANE

1/2" DENS DECK

METAL FRAMING
PER PLANS

#9x1-1/2" 
STAINLESS 
FASTENERS

3x SHAPED 
NAILER

12" WIDE 20 GA. 
GALV. ANCHOR 
CLIPS AT 4'-0" O.C.

1

A-701

METAL COUNTER FLASHING 

BONDING ADHESIVE  

MEMBRANE FLASHING 

WASHERED FASTENERS (12" O.C.) 

METAL COUNTER FLASHING 

SEALANT  

FRY REGLET "SPRINGLOK" 
FLASHING

EXTERIOR CEMENT PLASTER

BONDING ADHESIVE  

MEMBRANE FLASHING 

WEATHER BARRIER

BONDING ADHESIVE 

MEMBRANE FLASHING   

PLATE & FASTENER (12" O.C.)
(MAX. 3" AWAY FROM WALL)  

HOT WLED  

KEE MEMBRANE 
ROOFING SYSTEM 

6"  RIGID 
INSULATION

BONDING ADHESIVE 

MEMBRANE FLASHING   

PLATE & FASTENER (12" O.C.)
(MAX. 3" AWAY FROM WALL)  

HOT WLED  

KEE MEMBRANE 
ROOFING SYSTEM 

6"  RIGID 
INSULATION

WEATHER BARRIER 

AIR & MOISTURE BARRIER

JOINT TREATMENT

AIR & MOISTURE BARRIER

TRANSITION MEMBRANE

FABRIC

AIR & MOISTURE BARRIER

WEEP SCREED

BUILDING PAPER

METAL LATH

EXTERIOR PLASTER

2" RIGID INSULATION

PLYWOOD

16 GA. GALV. THERMAFAST 
J-TRACK

A-701
5

2
" 

A
T
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O

N
C
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EXTERIOR 
PLASTER DASH 
COAT

1/2" FIBER EXP. 
JOINT AT CONC.

1

A-701

4
" 

A
T
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N

D
S

P

SEALANT  

CANOPY BRACE

GALV. STEEL PLATE
PER STRUCTUAL

SEALANT  

ANCHOR BOLT
PER STRUCTUAL

12" PRECISION CMU TO MAKE 
A FLUSH CONNECTION EXTERIOR CEMENT 

PLASTER

METAL LATH

BUILDING PAPER

PLYWOOD

2” RIGID INSULATION

JOINT TREATMENT 
AT HORIZONTAL &
VERTICAL JOINTS

AIR & MOISTURE 
BARIER

METAL COPING CAP AT 
PARAPET WALL

8" WIDE CONCEALED SPLICE 
PLATE AT JOINT

METAL COPING CAP AT 
PILASTER

3
' -

 2
" 

±

PILASTER

MTL. FRAMED WALL 

METAL COPING CAP AT 
PILASTER TO OVERLAP 
W/ FRAMEED WALL

8" WIDE CONCEALED SPLICE 
PLATE AT EACH JOINT

12" WIDE 20 GA. 
GALV. ANCHOR 
CLIPS AT 4'-0" O.C.

BONDING ADHESIVE 

MEMBRANE FLASHING   

MTL. FRAMED 
WALLS PER PLAN 

6
" 4

"
4

"
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DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT 
THESE PLANS OR THE SPECIFICATIONS ARE 
SUITABLE FOR ANY SITE OTHER THAN THE ONE  
FOR WHICH THEY WERE SPECIFICALLY 
PREPARED. THE ARCHITECT DISCLAIMS 
RESPONSIBILITY FOR THESE PLANS AND 
SPECIFICATIONS IF THEY ARE USED IN WHOLE OR 
IN PART AT ANY OTHER SITE
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A-701

EXTERIOR DETAILS

ORCUTT ACADEMY

HS MUR BUILDING

20179.01XX

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

3" = 1'-0" 13DOWNSPOUT @ MTL. FRAMED WALL

6" = 1'-0" 15EXTERIOR PLASTER REVEAL MTL.

3" = 1'-0" 18OVERFLOW MTL.

3" = 1'-0" 14DOWNSPOUT @ CMU WALL3" = 1'-0" 19OVERFLOW CMU

1" = 1'-0" 25PARAPET LADDER

3" = 1'-0" 2PARAPET CAP AT CMU

3" = 1'-0" 3PARAPET CAP AT CEMENT PLASTER

3" = 1'-0" 7WALL TO ROOF AT CMU

3" = 1'-0" 9WALL TO ROOF AT FRAMED WALL

3" = 1'-0" 8WALL TO ROOF AT CMU BASE

3" = 1'-0" 10WALL TO ROOF @ FRAMED WALL BASE 6" = 1'-0" 5EXTERIOR PLASTER SILL

3" = 1'-0" 4EXTERIOR PLASTER AT GRADE

NO. DATE DESCRIPTION

3" = 1'-0" 6BRACE AT CMU WALL 3" = 1'-0" 1EXTERIOR CEMENT PLASTER SYSTEM

1 1/2" = 1'-0" 21COPING & FLASHING @ PILASTER

5
"

1
' 
- 

0
"

3
' 
- 

6
"

7"

SAFETY CAP

ALUM. SERRATED 
GRAB BARS 

1"x3" x 1/8" CHANNEL 
FRAME W/ SERRATED 
TREADS 

(X) ONE PIECE 3/16" 
ALUM. BRACKETS 
EVENLY SPACED. 10' 
O.C. MAX. SPACING 
PER MFR. 

ALUMINUM LADDER, 
±14'-6" TOTAL HEIGHT, 
O'KEEFE PLATFORM 
AND RETURN MODEL 503

1-/14" ALUM. 
SERRATED RUNGS 

3/8" DIA. HILTI KB-TZ2. MIN 3" 
EMBEDMENT (4) PER 
BRACKET, TYP. PER ICC 
ESR #4561 W/ NEOPRENE 
WASHER, TYP. 

1
' 
- 

4
" 

±

6
"±

C
L

R
.

4
"

9
"

7
"

3/16" THICK ALUM. EXTRUDED

"L" SHAPE ALLOY 6061-T6

TOEGUARD/PLATFORM RAIL

W/ 1-1/4" X 4-1/8" SERRATED

TREAD ALLOY-6063-T5

 PER MANUFACTURER

ALUMINUM C3 X 1.75 X 1/8"
GR. 6063-T5

A-A
-

A-A

-

SECTION CUT
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10/26/2020
VSE Project Number: U2567.139.201

LADDER MFR DETAIL  N.T.S.    20

ALUMINUM LADDER
PER DETAIL 20/A-701

A             05-18-2022          ADDENDUM A

AND RETURN MODPER DETAIL 20/A-701

± 14'-6" TOTAL HEIGHT,

O'KEEFE PLATFORM 

AND RETURN MODEL 503
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STRUCTURAL 
STEEL METAL DECK 

6"  RIGID INSULATION

KEE MEMBRANE ROOFING 
SYSTEM 

METAL JOIST & FRAMING PER 
STRUCTURAL DRAWINGS 

KEE MEMBRANE FLASHING

SEE MECHANICAL

1/4" x 2" RUBBER PAD

FTR #190E BONDING ADHESIVE

3" CANT STRIP 

6" TALL MTL STUD PONY
WALL ALL AROUND

STRUCTURAL 
STEEL METAL DECK 

6"  RIGID 
INSULATION

KEE MEMBRANE 
ROOFING SYSTEM 

LGS JOIST & FRAMING 
PER STRUCTURAL 
DRAWINGS 

KEE MEMBRANE FLASHING

WASHER FASTENER 
AS REQUIRED 

ROOF TOP SKYLIGHT 

PROVIDE GYP. BD. 
PAINTED WHITE AT 
SKYLIGHT CONDITION

BONDING ADHESIVE 

GALV. ANNULAR 
RING SHANK NAILS, 
10 GA. @ 8" O.C. 8

"M
IN

. 

CEILING SYSTEM 
PER PLAN  

GALVANIZED STEEL 
CURB

METAL STUD WALL 
ALL AROUND

STRUCTURAL 
STEEL METAL DECK 

6"  RIGID INSULATION

KEE MEMBRANE ROOFING 
SYSTEM 

METAL JOIST & FRAMING PER 
STRUCTURAL DRAWINGS 

KEE MEMBRANE FLASHING

1/2" DENS DECK

6" METAL STUD PONY WALL WITH 
TOP AND BOTTOM TRACK

3/4" PLYWOOD

24 GA. GALV. SHEET METAL CAP

FTR #190E BONDING ADHESIVE
6" METAL 
TRACK

6" METAL 
JOIST
AT 16" O.C.

8
"

STRUCTURAL 
STEEL METAL DECK 

INSUL. FOR SLOPE

KEE MEMBRANE 
ROOFING SYSTEM 

KEE MEMBRANE FLASHING 

FRAMING PER 
STRUCTURAL DRAWINGS

CANOPY BRACE

TPA APPROVED SEALANT

STRUCTURAL 
STEEL METAL DECK 

6"  RIGID 
INSULATION

KEE MEMBRANE 
ROOFING SYSTEM 

LGS JOIST & FRAMING 
PER STRUCTURAL 
DRAWINGS 

6" TALL MTL STUD PONY
WALL ALL AROUND

KEE MEMBRANE
FLASHING

FTR #190E BONDING
ADHESIVE

1" RIGID FIBERBOARD 
INSULATION

BILCO TYPE S ROOF 
ACCESS HATCH

5/8" TYPE "X" PAINTED GYP. BD.

J-METAL

J-METAL

GALV. ANNULAR 
RING SHANK NAILS, 
10 GA. @ 8" O.C.

HIGH TEMPERATURE 
PIPE STACK 
RAIN HOOD

HEAT TEMP SEALANT 

TPA BONDING ADHESIVE

STAINLESS STEEL CLAMP

22 GA. GALV. PAN

TPA MEMBRANE

HEAT WELDING LAP

TPA FLEECE BACKED 
MEMBRANE

TPA BONDING ADHESIVE 
OR HOT ASPHALT

ROOF DECK

NOTE: 
THIS DETAIL TO BE USED 
WHEN TEMPERATURE OF 
STACK EXCEEDS 140°F

VENT STACK

TPA APPROVED SEALANT 

STAINLESS STEEL CLAMP

HEAT WELDED LAP

TPA FLEECE BACKED MEMBRANE

TPA BONDING ADHESIVE 
OR HOT ASPHALT

NOTE:
DO NOT CUT PREFABRICATED BOOT. IT 
MUST BE PULLED OVER VENT PIPE.
PREFABRICATED BOOTS ARE AVAILABLE 
IN SMALL & LARGE SIZES, & MUST BE 
USED WHENEVER POSSIBLE TO FLASH 
PIPES 1" TO 8" IN DIAMETER. 

ROOF DECK

EQUIPMENT SUPPORT BRACKET 

TPA APPROVED SEALANT 

TPA MEMBRANE 

HEAT WELDED LAP

TPA FLEECE BACKED MEMBRANE

TPA BONDING 
ADHESIVE/HOT ASPHALT 

NOTES:
SLEEPER HEIGHT SHOULD BE SUFFICIENT TO ELEVATE THE 
EQUIPMENT SUPPORT BRACKET ABOVE THE WATER LEVEL. 

ROOF DECK

UNIT. SEE MECHANICAL 

SEE MECHANICAL 

PREFABRICATED ROOD CURB 
PROVIDED BY UNITMANUFACTURER. 
SEE MECHANICAL 

WOODEN NAILER PROVIDED W/ CURB

6"  RIGID INSULATION 

KEE MEMBRANE ROOFING SYSTEM 

STRUCTURAL STEEL METAL DECK 

METAL JOIST & FRAMING PER 
STRUCTURAL DRAWINGS

FTR #190E BONDING ADHESIVE 

KEE MEMBRANE FLASHING

6"  RIGID 
INSULATION

KEE MEMBRANE 
ROOFING SYSTEM 

METAL DECK
PER STRUCT. DRWGS

6" 18 GA MTL STUD 
FRAMED SUMP PAN 
ENCLOSURE

HOT AIR WELD 

SARNAFIL MEMBRANE 
FLASHING 

CLAMPING RING 

C.I OVERFLOW & 
ROOF DRIAN PER 
PLUMB. DRAWINGS  

UNDERDECK 
CLAMP PER. MFG. 

TO OVERFLOW 

TO DOWNSPOUIT 

18 GA GALV RD SUMP PAN 
MODEL SCP (ALL TECH 
PLUMB'G) *SUMP PAN DIMS.

STEEL TUBE REINF. @ TOP  
OF DECK PER STRUCTURAL 
DETAIL 8/S-104

SARNAFIL SEALANT 
UNDER MEMBRANE 
AT CLAMPING RING 

6" 1'-10" 6"

NOTE: 
FOR REFERENCE, BOTH RD & OF 
ARE 3" PIPE W/ NO-HUB CONN.

6"  RIGID INSULATION 

3" CANT STRIP 

STRUCTURAL STEEL METAL DECK 

METAL JOIST & FRAMING PER 
STRUCTURAL DRAWINGS

FTR #190E BONDING ADHESIVE 

KEE MEMBRANE FLASHING

SEE MECHANICAL 

WOODEN NAILER PROVIDED W/ CURB

PREFABRICATED ROOD CURB 
PROVIDED BY UNIT MANUFACTURER. 
SEE MECHANICAL 

UNIT. SEE MECHANICAL 

KEE MEMBRANE ROOFING SYSTEM 

STRUCTURAL 
DECK PER 
STRUCTURAL 
DRAWINGS

6" RIGID INSULATION

1/ "  
ATTACH AT 24" EA. WAY
AT HIGH FLUTES

SINGLY PLY 
ROOFING SYSTEM FULLY 
ADHERED

6"
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DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT 
THESE PLANS OR THE SPECIFICATIONS ARE 
SUITABLE FOR ANY SITE OTHER THAN THE ONE  
FOR WHICH THEY WERE SPECIFICALLY 
PREPARED. THE ARCHITECT DISCLAIMS 
RESPONSIBILITY FOR THESE PLANS AND 
SPECIFICATIONS IF THEY ARE USED IN WHOLE OR 
IN PART AT ANY OTHER SITE

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS
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560 HIGUERA STREET, SUITE C  

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399  
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A-702

EXTERIOR DETAILS

ORCUTT ACADEMY

HS MUR BUILDING

20179.01Author

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

1 1/2" = 1'-0" 7EXHAUST FAN CURB FLASHING

1 1/2" = 1'-0" 3SKYLIGHT CURB FLASHING1 1/2" = 1'-0" 8CONDENSING UNIT CURB FLASHING

1 1/2" = 1'-0" 6ROOF FLASHING AT BRACE

1 1/2" = 1'-0" 5ROOF ACCESS HATCH

12" = 1'-0" 11PIPE FLASHING

12" = 1'-0" 12PREFAB VENT FLASHING

12" = 1'-0" 13FIXED EQUIPMENT SUPPORT DETAIL

3" = 1'-0" 15RTU ISOLATION CURB

1" = 1'-0" 2ROOF DRAIN & OVERFLOW

3" = 1'-0" 10RTU RIGID CURB FLASHING

NO. DATE DESCRIPTION

1 1/2" = 1'-0" 1

(2) #12 TEK SCREWS @ 8" O.C.

(2) #12 TEK SCREWS @ 8" O.C.

4" C STUDS 18GA @
16" O.C.

8" C STUDS 18GA @ 16" O.C.

SEE DETAIL 3/- FOR CURB ASSEMBLY, TYP.

SEE DETAIL 3/- FOR CURB
ASSEMBLY, TYP.

#12 TEK SCREWS W/
WASHER @ 8"O.C.

#12 TEK SCREWS W/
WASHER @ 8" O.C.

SEE DETAIL 3/- FOR CURB ASSEMBLY, TYP.

#12 TEK SCREWS W/
WASHER @ 8" O.C.
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�
A
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 MEMBRANE (KEE)

 BOARD 4 DENSDECK ROOF

SINGLE PLY  MEMBRANE ROOFISYSTEM

NOTE: CONNECT EA STUD TO

TOP AND BOTTOM TRACK WITH

#10 SELF TAPPING SCREWS EA.

SIDE, TYP.

NOTE: FOR ROOFING 
SYSTEM SEE

1

A-702

�
�

�
A

�
�

�
A

NOTE: FOR ROOFING 
SYSTEM SEE 

1

A-702

NOTE: FOR ROOFING 
SYSTEM SEE

1

A-702

NOTE: FOR 
ROOFING 
SYSTEM 
SEE

1

A-702

NOTE: FOR ROOFING 
SYSTEM SEE

1

A-702

RIGID INSULATION

NOTE: FOR 
ROOFING SYSTEM 
SEE

1

A-702

RIGID INSULATION

NOTE: FOR ROOFING 
SYSTEM SEE 1

A-702

RIGID INSULATION

NOTE: FOR ROOFING 
SYSTEM SEE 1

A-702

NOTE: FOR ROOFING SYSTEM 
SEE 1

A-702

�
�

�
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10'-8"

BOTTOM OF FINISH

WALL METAL PANEL
PAC CLAD PAC-3000 RS
AWARD BLUE

12" SPLIT FACE CMU

STEEL BRACE PER STRUCTURAL 
DRAWINGS

KEE ROOFING MEMBRANE

2" RIGID INSULATION TO ACHIEVE 
DRAINAGE SLOPE

METAL DECK PER STRUCTURAL

DIAGONAL BRACE ATTACHMENT PLATE PER STRUCTURAL DRAWINGS.
USE PRECISION CMU TO PROVIDE FLUSH ATTACHMENT OF PLATE.
COORDINATE PLACEMENT OF PLATE TO BE CENTERED ON BLOCK

6' - 0"

5'-10" +/- TO FACE OF STEEL

16 GA. GALV. HAT CHANNEL AT 12" O.C. TYP. WITH #10 
STAINLESS STEEL PANCAKE HEAD FASTENER  AT 12" O.C. 
EACH WAY
PAC-CLAD FLUSH PANEL PVDF WOOD GRAIN - LIGHT OAK

2
'-
0

"
8

"

A-701

7

A-703

22

A-703

1

A-701

10

A-703

3

AIR & MOISTURE 
BARRIER

1/2” PLYWOOD

A-701

8

A-701

6

WELDED STEEL PLATE PER 
STRUCTURAL

TUBE STEEL PER 
STRUCTURAL

3'-9 7/8"

1/4" DENSDECK ROOF BOARD

16'-0"

BOTTOM OF FINISH

2
'-
8

"
2

'-
8

"

8"

5
'-
4

"
0

' 
- 

8
"

PAC-CLAD PAC-3000 RS 
COMPOSITE PANEL
AWARD BLUE

KEE ROOFING MEMBRANE

6" RIGID INSULATION

METAL DECK PER 
STRUCTURAL

A-701

7

A-703

1

A-701

10

AIR AND MOISTURE 
BARRIER

1/2” PLYWOOD

A-701

8

A-703

2
TYP.

A-703

3

A-703

22

META ROOF JOISTS 
PER STRUCTURAL

KEE ROOFING MEMBRANE

1/2” DENS DECK 

6” METAL STUD

16 GA. GALV. HAT CHANNEL AT 12" 
O.C. TYP. WITH #10 STAINLESS 
STEEL PANCAKE HEAD FASTENER  
AT 12" O.C. EACH WAY

PAC-CLAD SOFFIT FLUSH PANEL
PVDF WOOD GRAIN LIGHT OAK

KEE ROOFING 
MEMBRANE

12” PRESICION CMU

FILL JOIST BAYS ABOVE 
EXTERIOR WALL WITH 
BATT INSULATION

1/4" DENSDECK ROOF BOARD

1/2" PLYWOOD

METAL PANEL

12" SPLIT FACE CMU

ALIGN METAL PANEL WITH CMU JOINT

6" METAL STUDS AT 16" O.C.

DIMENSION CONTROL POINT PER PLANS.
LOCATE STUD AS REQUIRED TO ALIGN 
METAL PANEL FACE WITH CMU GROUT 
LINE AS SHOWN 1/2" PLYWOOD

METAL PANEL

METAL STUD WALL PER PLAN

ALIGN METAL WITH REVEAL CHANNEL SCREED

6" METAL STUDS AT 16" O.C.

1/2" PLYWOOD

2" RIGID INSULATION

EXTERIOR CEMENT PLASTER

2" WIDE FRY REGLET REVEAL CHANNEL SCREED

DIMENSION CONTROL POINT PER PLANS.
ADJUST AS REQUIRED TO ALIGN METAL 
PANEL FACE WITH REVEAL CHANNEL 
SCREED EDGE AS SHOWN

12” SPLIT FACE CMU

BACKER ROD AND SEALANT

12” PRECISION CMU TO 
MAKE A FLUSH CONNECTION

TUBE STEEL LEDGER

TUBE STEEL JOIST

16 GA GALV HAT CHANNEL AT 
12” O.C.

#10 PANCAKE HEAD SCREW AT
EACH SUPPORT AT 12” O.C.

PAC CLAD
SOFFIT METAL PANEL
PVDF WOOD GRAIN 
LIGHT OAK

J-METAL CLOSURE

REFER TO A-302

FOR BOTTOM OF FINISH

PAC CLAD PAC 3000 RS 
COMPOSITE WALL METAL PANEL
AWARD BLUE

2
'-
0

"
8

"

A-703

1

WEATHER BARRIER

1/2” PLYWOOD

A-703

3

A-701

10

4" METAL STUD

FURRED PILASTER AT 
EXTERIOR STAGE CANOPY

9

A-701

STUCCO

CANOPY BRACE

ROOF 
MEMBRANE

INSUL.
FOR SLOPE

STEEL DECK

STEEL 
STRUCTURE 
PER STRUCTUAL

COMPOSITE PANEL
BORDER BEYOND

PAC CLAD 
SOFFIT FLUSH 
METAL PANELS
PVDF WOOD GRAIN
LIGHT OAK

HAT-CHANNELS

A-702

6

ROOF 
BOARD

STEEL BEAM PER
STRUCTURAL DRAWINGS

#12 STAINLESS STEEL 
TEK 5 SCREWS

1/2” PLYWOOD

AIR & MOISTURE 
BARRIER

PAC-CLAD PAC-3000 RS 
COMPOSITE PANEL
AWARD BLUE

J-CLIP

FACTORY APPLIED 
CONTINOUS ALUMINUM 
EXTRUSION

PAC CLAD SOFFIT 
FLUSH PANEL
PVDF WOOD GRAIN 
LIGHT OAK

J-CLOSURE

10-16x1" STAINLESS 
STEEL TEK 3 FASTENER

CORNER SUPPORT
ANGLE BRACING

7 3/4"

16 GA. GALV.
HAT CHANNEL

DEFERRED APPROVAL ITEM

1/2” PLYWOOD

AIR & MOISTURE 
BARRIER

FACTORY APPLIED 
CONTINOUS ALUMINUM 
EXTRUSION

10-16x1" STAINLESS 
STEEL TEK 3 
FASTENER

CORNER SUPPORT
ANGLE BRACING

8"

8
"

WALL FRAMING PER 
PLANS

DEFERRED APPROVAL ITEM

1/2” PLYWOOD

AIR & MOISTURE 
BARRIER

FACTORY APPLIED 
CONTINOUS ALUMINUM 
EXTRUSION

10-16x1" STAINLESS 
STEEL TEK 3 
FASTENER

PAC-CLAD PAC-3000 RS 
COMPOSITE PANEL
AWARD BLUE

1
/2

"

WALL FRAMING PER 
PLANS

DEFERRED APPROVAL ITEM

WALL PER PLANS

AIR & MOISTURE BARRIER

PRECISION CMU AT 
FRAMED WALLS

J-CLIP

FACTORY APPLIED CONTINOUS 
ALUMINUM EXTRUSION

WALL PER PLANS

10-16x1" STAINLESS STEEL TEK 
3 FASTENER

SEALANT. LEAVE 1/2" BETWEEN 
PANEL AND WALL

PLYWOOD

DEFERRED APPROVAL ITEM

PAC-CLAD 
ATTACHMENT CLIP

FTR #190E BONDING
ADHESIVE

THERMOPLASTIC
MEMBRANE

1/2" PLYWOOD

AIR & MOISTURE 
BARRIER

1/2" DENS DECK

METAL FRAMING
PER PLANS

4 MM COMPOSITE
PANEL PARAPET 
CAP

10-16x1" 
STAINLESS STEEL
TEK 3 FASTENER

10-16x1"
STAINLESS STEEL 
TEK 3 FASTENER

0
' 
- 

4
"

FIELD VERIFY

CMU GROUT 
LINE

ALIGN TOP OF CAP 
WITH CMU GROUT LINE

1
/2

"

8
"

DEFERRED APPROVAL ITEM

8
"

AIR & MOISTURE 
BARRIER

1/2” PLYWOOD

TUBE STEEL PER 
STRUCTURAL

2
'-
8

"

2
'-
0

"

A-703

1

A-703

3
A-703

22

10'-0" FINISH TO FINISH

10'-1" +/-  PLYWOOD TO PLYWOOD

METAL FRAMED WALL

STEEL BRACE PER STRUCTURAL 
DRAWINGS

2" RIGID INSULATION TO ACHIEVE 
DRAINAGE SLOPE

METAL DECK PER STRUCTURAL

DIAGONAL BRACE ATTACHMENT PLATE PER STRUCTURAL DRAWINGS.

A-701

9

A-701

10

WELDED STEEL PLATE PER 
STRUCTURAL

EXTERIOR CEMENT PLASTER

METAL FLASHING SIDE PLATES TO BE WELDED

1/4" FILLET WELD

DIAGONAL BRACE 
ATTACHMENT PLATE PER 
STRUCTURAL DRAWINGS.

SIDE VIEW FRONT VIEW 

SIDE PLATES TO BE WELDED

KEE ROOFING MEMBRANE

1/4" DENSDECK ROOF BOARD

C-22474
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SPECIFICATIONS IF THEY ARE USED IN WHOLE OR 
IN PART AT ANY OTHER SITE
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A-703

EXTERIOR DETAILS

ORCUTT ACADEMY

HS MUR BUILDING

20179.01Author

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

1 1/2" = 1'-0" 7SMALL CANOPY AT CMU - SECTION

1 1/2" = 1'-0" 20MAIN ENTRY PARAPET OVERHANG - SECTION

1 1/2" = 1'-0" 23SMALL CANOPY AT CMU - PLAN 1 1/2" = 1'-0" 18SMALL CANOPY AT STUCCO - PLAN

3" = 1'-0" 22FLUSH METAL SOFFIT PANEL TO WALL 1 1/2" = 1'-0" 17SMALL CANOPY AT CMU - SECTION

NO. DATE DESCRIPTION

1 04-19-2022 Addendum 1

2 05-13-2022 Addendum 4

3" = 1'-0" 3COMPOSITE PANEL SOFFIT

3" = 1'-0" 4COMPOSITE PANEL OUTSIDE CORNER

3" = 1'-0" 2COMPOSITE PANEL JOINT

3" = 1'-0" 5COMPOSITE PANEL AT SIDE WALL

3" = 1'-0" 1PARAPET AT METAL WALL PANELS

1 1/2" = 1'-0" 10STAGE CANOPY SECTION

DEFERRED APPROVAL ITEM

�
�

�
A

EXTE

META

DEFERRED APPROVAL ITEM

�
�

�
A

DEFERRED APPROVAL ITEM

�
�

�
A

PAC CLAD 
SOFFIT FLUSH 
METAL PANELS
PVDF WOOD GRAIN
LIGHT OAK

HAT-CHANNELS

.040 ALUMINUM �
�

�
A

PLANS.
ETAL 
EL 

DEFERRED APPROVAL ITEM

�
�

�
A

DEFERRED APPROVAL ITEM

�
�

�
A

DEFERRED APPROVAL ITEM

�
�

�
A

DEFERRED APPROVAL ITEM

�
�

�
A

ROO
MEM

7", 11" or 18" O.C.

1"

7”, 11” or 12” O.C. 

SOFFIT FLUSH PANEL N.T.S. 21

SOFFIT FLUSH PANEL PROFILE

PAC-CLAD 12” FLUSH PANEL

#14 X 7/8” LAP
FASTENER - 12” OC

#10 PANCAKE HEAD
FASTENER @ EACH 
SUPPORT - 12” OC

16GA SUPPORT MEMBER OR
EQUIVALENT SUBSTRATE

SOFFIT FLUSH PANEL ATTACHMENT DETAIL

22GA

PAC CLAD FLUSH PANEL,
22GA 12".040 ALUMINUM

PROVIDE RUBBER
WASHER BETWEEN
SS SCREW AND
ALUMINUM PANEL,
TYP

DEFERRED APPROVAL ITEM

�
�

�
A

A    ADDENDUM A  05-18-2022   9

MAY 10, 2022



4" TUBING 

4"x4" HALF CLAMPS
1/4" X 4" HR PLATE STEEL

4" x 4" H.C. (2)

4" TUBING

4
 1

/2
"

1/2"-13 x 2 1/2" CAP 
SCREW, FLANGE 
LOCK NUT (8)

BACK-TO-BACK
4" X 4" HALF 
CLAMP

JOIST 

1/2" -13 NYLON 
STOP NUT

JACKKNIFE 

1/4" CABLE 

TO 
WINCH 

SPACER FLAT

JOIST

FLANGE 
LOCK NUT

1/2" FLAT 
WASHER

1/2"-13x 2 1/2" 
HEX HEAD 
CAP SCREW

1/2"-13 HEX 
HEAD CAP 
SCREW

4" TUBING 

4"x4" HALF CLAMP 

JACKKNIFE 

CABLE 

TO 
WINCH 

1/2" - 13 x 2-1/2" 
CAP SCREW, 
FLANGE LOCK 
NUT (4)

1/2" - 13 x 2-1/2" 
CAP SCREW, 
NYLON STOP NUT -
FINISHED FULL  (2)

U-BOLT (GRADE 5)

4" TUBING 

TRUSS

STEEL BRACKET

NOTE:

1. 6 CLAMPS TOTAL (2 EA. TRUSS)  
2. 1000# MAX. (REQUEST SPEC. 

FROM MANUF.) 

1/2"-13x4" DIA.
U-BOLT ZINC PLATED

1/4" THICK STEEL BRACKET 
POWDER COATED

7 1/16"

5 3/4"

S
L
O

T
 

1
 3

/4
" 

 
3

/8
"

2
 3

/4
"

1/2"-13 FLANGE 
LOCK NUT  

4"TO 14" STRUCTURE

1 1/8" 1/2" FLAT WASHER

1/2"-13 GRADE 5 
THREADED ROD WITH 
FLANGE LOCK HEX NUTS

4" O.D. 11 GAUGE TUBE
POWDER COATED

1/2" FLAT WASHER 

4"x4" HALF 
CLAMP

4" O.D.TUBE 

T-FRAME

1/2" - 13 x 2" 
CAP SCREW 
W/FLANGE 
LOCK NUT

PIN (STEEL SHAFT)

NOTE: HEIGHT IS ADJUSTABLE ± 1"

ACOUSTICAL PANEL,
MAX WEIGHT AT 1.5 LBS/SF

CONTINUOUS CLIP

Z-CLIP

CONCRETE OR MASONRY:
1/4" TAPCON CONCRETE SCREW ANCHORS, 
24" O.C. MAX SPACING,  MIN. 4 FOR EA. 
PANEL, 2 AT TOP AND 2 AT BOTTOM, 
1-1/4" PENETRATION 
GALVANIZED FOR INTERIOR USE, 
STAINLESS STEEL FOR EXTERIOR USE.

PER INTERIOR ELEVATIONS

ALIGN PANELS TO THE 
EDGE  OF CMU 

MFMA MAPLE FLOORING

3/4"x4" SLEEPER 

SOLID BLOCKING

1/2" PLYWOOD STRUT

CONCRETE SUBFLOOR 

ALUMINUM THRESHOLD

1 1/2"

2
 1

/4
" 

COLLARED STEEL DRIVE PIN

MFMA MAPLE FLOORING

3/4"x4" SLEEPER 

SOLID BLOCKING

1/2" PLYWOOD STRUT

CONCRETE SUBFLOOR 

3/4x2"x2" REZILL PAD

VENTED BASE 

1-1/2" EXPANSION VOID  

1 1/2"

MFMA MAPLE FLOORING

3/4"x4" SLEEPER 

SOLID BLOCKING

1/2" PLYWOOD STRUT

CONCRETE
SUBFLOOR 

FLOOR PLATE

EQUIPMENT 
SLEEVE

MAPLE FLOORING

ALLIANCE NAILER

REZILL PAD

CONCRETE 
SUBFLOOR

PROSCENIUM 
LINTEL PER 
STRUCTURAL 
DRAWINGS

GYP. BD.

4" LGS FRAMING

TRACK. ATTACH 
W SELF
TAPPING METAL 
SCREWS, 12GA X 
1" @ 16" O.C.

4" TRACK x 18  GA. 
CHANNEL W 1/4" 
TAPCON SCREWS @ 48" 
O.C. (FOR ERECTION)

4" TRACK 
CHANNEL W (2) 
1/4" TAPCON 
SCREWS 
@ 16"
O.C.

DIAGONAL 
BRACE

BALANCE 
CURTAIN TRACK. 
ATTACH W SELF
TAPING METAL 
SCREWS, 12GA X 
1" @ 16" O.C.

LIGHT FIXTURE

1 1/2" LGS 
ANGLE AT 
ALL CORNERS, 
TYP.

MAIN CURTAIN

BALANCE 
CURTAIN.

1'-6"

1
'-
6

"
4

'-
0

"

1

1

25 PLF MAX. 4.5 PLF MAX.

T
Y

P
. 

2
" 

M
IN

. 

(3) # 10 SMS
TYP.

(2) 1/4" 
EMBEDDED 
TAPCON @ EA. 
CLG JOIST 
CENTERED CMU 
LINTEL (ICC ESR 
1671)

1 1/2"x1 1/2"x0'-3" CLIP 
ANGLE W/ (2) #105MS 
TO CLG. JOIST & (2) 
1/4"x1 EMBED. TAPCON 
SCREWS TO CMU WALL, 
TYP. (ICC ESR 1671)

NOTE:

ALL CLG. JOISTS, HANGING STUDS, & DIAG. 
BRACES SHALL BE 4005162-43 MIN. @ 16" O.C. 
TYP. CONNECT EA. OTHER W/ (3) #10 SMS TYP. 

3
"

STILE

LEVELING BAR 

PLINTH

STUD WALL. 
CONNECT

NUT WITH 
WASHER

THREADED
ROD

3/8" DIA. x 4" L HILTI KWIK 
BOLT TZ EXPANSION 
ANCHOR, ICC ESR-1917 FOR 
WOOD USE 3" TORX HEAD 
SCREW

ELEVATION

STILE

PLINTH

SHOE 
RETAINER

SECTION

STILE

CERAMIC TILE

GYPSUM BOARD

BACKING @ TOP AND 
BOTTOM, PER DETAIL 
10/S0-107

CONTINUOUS BRACKET 
CONNECT TOILET 
PARTITION TO WALL

2" RIGID INSULATION

FLANGE COVER

PLYWOOD SHEATHING WHERE 
OCCURS PER STRUCTURAL

GRAB BAR AND BRACKET 
(ATTACH BRACKET DIRECTLY 
TO METAL BACKING IN WALL 
WITH (MIN. 3) #12 SMS).

WALL TILE PER FINISH SCHEDULE

CEMENT BACKER BOARD

1 1/2"1 1/4"

STUD WALL

MOUNTING 
FLANGE

METAL BACKING 
PER

4

A-921

MIN 6"x 16 GA. DEEP LEG TRACK

(3) #10 PAN HEAD S.M.S. AT EACH 
STUD (3 STUDS MIN) SCREW 
ATTACHMENT, TYP EACH BACKING PL

18 GA METAL STUDS AT 
16" O.C., U.N.O.

BACKING SHALL EXTEND (1) STUD 
BAY BEYOND THE POINT AT WHICH 
BACKING IS REQUIRED

CUT TOP AND BOTTOM FLANGES AT EA 
STUD, TYP (MAX GAP OF 1/4")

NOTE:
1. DETAIL PER OPD-0001-13-ST5.00

2. NOTCHING OR CUTING OF 
BACKING PLATE IS NOT 
PERMITTED EXCEPT AS 
INDICATED BELOW.

1/16 1" MIN
*ALT

*ALT. IN LIEU OF 
SCREW 
ATTACHMENT

2x MTL 
STUDS

5/8" TYPE X GYP. BD.
PER PARTITION DETAILS

SEMI-RECESSED FIRE-
RATED FIRE 
EXTINGUISHER CABINET 
SPECIFICATION SECTION 
10 44 00.

#12 HEX HEAD SMS, PER 
MANUF. REQUIREMENTS

FIRE EXTINGUISHER 
2A-10B:C

MTL STUD TRACK

5/8" TYPE X GYP. BD. PER
PARTITION DETAILS

SEMI-RECESSED
FIRE-RATED
FIRE EXTINGUISHER
CABINET SPECIFICATION
SECTION 10 44 00.

FIRE EXTINGUISHER 
2A-10B:CH

E
IG

H
T

 2
'-
1

"

4"

4"

SECTION PLAN

TO FH HANDLE

48" A.F.F.

#12 HEX HEAD SMS, PER 
MANUF. REQUIREMENTS

THREADED HOOK WITH 
UNISTRUT CHANNEL NUT

NUT & WASHER

CHAIN

(4) 12 GA BRACING WIRE 
W 4 TIGHT TURNS. ATTACH 
TOP PER 10/A-922

CLAMP  HANGER PER 
CURTAIN TRACK MFR

CURTAIN TRACK PER MFR

CURTAIN CARRIER PER MFR

CEILING JOIST PER 
STRUCTURAL DRAWINGS

USE #12 TEK SCREW ( ICC ESR-1976) @ 16" 
O.C. WHERE CURTAIN TRACK IS 
PERPENDICULAR TO ROOF JOISTS.  
WHERE CURTAIN TRACK IS PARALLEL TO 
ROOF JOIST, USE UNISTRUT P5500T BLK'G. 
@ 48" O.C. AS REQUIRED PER DETAIL 21/- . 
PROVIDE (2) #12 TEK SCREWS TO EA. END 
OF BLK'G. TO DBL. ROOF JOIST EA. SIDE 
OF TRACK 

30 PLF MAX.

BRACING WIRES, 
TYP.

UNISTRUT @ 48" O.C., 
TYP.

UNISTRUT 

CURTAIN 
TRACK

1
8
"

20"

1
8
"

72"20"

SECTION ELEVATION

9" 27" 27" 9"

METAL WALL BRACKET 
ATTACHED W/ (3) 1/4" DIA. 
HILTI KB3 SS x 2" MIN. 
EMBEDMENT ESR# 1385

1 1/2" SOLID PLASTIC12" CMU WALL

12" CMU WALL

2
'-
0

"
2

'-
0

"
1

'-
3

"

A
F

F

1
5

" 
M

IN
.

1' - 6"

DOOR HARDWARE SHALL 
HAVE A SHAPE THAT IS EASY 
TO GRASP WITH ONE HAND 
AND DOES NOT REQUIRE 
TIGHT GRASPING, TIGHT 
PINCHING, OR TWISTING OF 
THE WRIST TO OPERATE

4
5
"

2
2
"

A-921
24

SIM.

9" 9"

6
" 

 C
U

R
B

3' - 0"

3x4 SHAPED 
SLEEPER, 
PRESSURE 
TREATED

#12 PAN HEAD SCREW X 
2" EMBED AT EVERY 
SPACER CHANNEL.

3 1/2"

2
" 

M
IN

. 
E

M
B

E
D

2 1/2" SPACER 
CHANNELS

A-921
24

SIM.
A-921

24

SIDE VIEW

BACK TO BACK 

SIDE VIEW

BACK TO WALL

FRONT VIEW

¼”-20 X 3/4" CAD 
PLATED BOLTS, 
NUTS WITH 
WASHERS,  
MIN. (2) PER 
LOCKER UNIT. 

ATTACH UNIT TO WALL.
FOR CMU WALLS, 3/16" Ø
TAPCON SCREWS.
FOR METAL STUD WALLS, 
#12 SMS SCREWS TO 
METAL BACKING PER 
13/S-103 

SPACER CHANNEL. 
RUNS FROM FRONT 
TO BACK. 

SPACER CHANNEL.
(3) SPACER CHANNELS 
(MANUFACTURER 
PROVIDED) PLACED 
ON ALL UNITS WIDER 
THAN 36". 

M
A

X
. 

1
2
" METAL STUD WALL 

OR CMU WALL AS 
OCCURS.

48"

M
A

X

1
2
"

(1) 48" WIDE 
LOCKER UNIT 
(12" - 24" - 12")

NOTE:
ATTACH 48" WIDE UNITS 
SIDE TO SIDE WITH (4) 
1/4-20 X 3/4" CAD 
PLATED BOLTS, NUTS 
AND WASHERS

C-22474
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A-921

INTERIOR DETAILS

ORCUTT ACADEMY

HS MUR BUILDING

20179.01XX

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

3" = 1'-0" 15BACK-TO-BACK HALF CLAMP

3" = 1'-0" 12BEAM PERP. JACKKNIFE HANGER

3" = 1'-0" 13TUBE PERP. JACKKNIFE HANGER

3" = 1'-0" 11STANDARD JOIST CLAMP

3" = 1'-0" 14PERPENDICULAR T-FRAME HANGERS

NO. DATE DESCRIPTION

3" = 1'-0" 16ACOUSTICAL WALL PANELS

3" = 1'-0" 8HARDWOOD COURT THRESHOLD

3" = 1'-0" 6HARDWOOD COURT PINNING

3" = 1'-0" 7HARDWOOD COURT WALL CONDITION

3" = 1'-0" 9HARDWOOD FL - EQUIPMENT SLEEVE

1" = 1'-0" 18PROCENIUM FRAMING

3" = 1'-0" 1TOILET PARTITION SHOE

3" = 1'-0" 2TOILET PARTITION BRACKET MTL.

3" = 1'-0" 3GRAB BAR BLOCKING MTL.

3/4" = 1'-0" 4MTL. STUD BACKING

1" = 1'-0" 5FIRE EXTINGUISHER & CABINET

3" = 1'-0" 23CURTAIN TRACK ATTACHMENT @ STAGE

N.T.S.

RE: 2 / AC-502

21CURTAIN TRACK ATTACHMENT PLAN

1/2" = 1'-0" 10ACCESSIBLE BENCH

1/2" = 1'-0" 19ACCESSIBLE LOCKER1 1/2" = 1'-0" 24METAL LOCKER BASE

1/2" = 1'-0" 20TYP. LOCKER INSTALLATION

ROOF FRAMING

CONTINUOUS

1/2" THRU-BOLT @ 12"
O.C. TO METAL BACKING
PER 13/S-103

@ 12" O.C.

ICC-ESR 1671 FOR

TAPCON SCREWS

12A
S-106

12B
S-106

12A
S-106

AT 12' O.C.

ALIGNED W/ CURTAIN 
TRACK BELOW

10 SMS

C STDU BLK'G TO 
MATCH CLG. JOIST.
SEE 12B/S-106 SIM.
FOR CONN. TO CLG. 
JOIST.

12
S-106

12B
S-106

1/2" x 4" HR PLATE STEEL

0030

1/4" THICK 
BRACKET

�
�

�
A

�
�

�
A

�
�

�
A

�
�

�
A

A             05-18-2022          ADDENDUM A

 M
AX

, F
IE

LD
 V

ER
IF

Y 
PE

R
R

IN
G

 M
AN

U
FA

C
TU

R
ER

FL
O

O
R

IN
G

 M
AN

U
FA

C
TU

R
ER

9

MAY 10, 2022

Hazel Cruz
Set to INCORPORATED



4'-0"

1

6 MIN.

12 GA. BRACING WIRE W/ MIN.4-
TIGHT TURNS IN 1 1/2" BOTH 
ENDS OF WIRE CONNECTED TO 
MAIN RUNNERS 90º APART, 4-
TOTAL AT EACH STRUT (U.N.O.) 
SEE 

12 GA VERTICAL HANGERS 
AT4'-0" O.C. EACH WAY AT 
MAIN RUNNER WITH MINIMUM 
3-TIGHT TURNS IN 3" AT BOTH 
ENDS, SEE

RIGID VERT. STRUT SEE DET.

0-45°(NOTE 2) MAIN RUNNER

SEE DETAIL                FOR 
LOCATION OF BRACING 
WIRES AND STRUT 

CROSS RUNNER

NOTES:
1. STRUTS SHALL NOT REPLACE HANGER WIRES.
2. THE MINIMUM ACCEPTABLE ANGLE IS 
DETERMINED SUCH THAT THE WIRES DO NOT 
INTERFERE WITH THE RUNNERS, LIGHT FIXTURES, 
ETC. AND REMAIN STRAIGHT AND UNOBSTRUCTED.

IR 25-2.13
2.35
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A-922

MAX.

6'-0"

MAX.

6'-0"

MAX.

12'-0"

M
A

X
.

6
'-
0

"

M
A

X
.

1
2

'-
0

"

M
A

X
.

6
'-
0

"

ATTACHED 
JOINT

CROSS 
RUNNERS TYP.

MAIN 
RUNNERS

BRACING WIRE 
LOCATION 
TYP.

STABILIZER BARS, 
CROSS TEES OR 
STRUTS 8" MAX 
FROM WALL TYP. 
ALONG FREE JOINTS

FREE JOINT

CONT. ANGLE 
@ PERIMETER

NOTE:
BRACING WIRES AND COMP. STRUT 
SHALL OCCUR AT EVERY 144 SQ FT. 
MAX. IN ROOMS OVER 144 SQ. FT.

144 SQ FT 
MAX

11

A-922

11

A-922

5

A-922

IR 25-2.13
2.12

1. CEILING SYSTEM GENERAL NOTES:

1.01 CEILING SYSTEM COMPONENTS SHALL COMPLY WITH ASTM C635-07 AND SECTION 5.1 OF 
ASTM E580-10A. 

1.02 THE CEILING GRID SYSTEM MUST BE RATED HEAVY DUTY AS DEFINED BY ASTM C635-08. 

1.03 CEILING SYSTEMS. THE FOLLOWING CEILING SYSTEM(S) IS/ARE PART OF THE SCOPE OF THIS 
PROJECT: [FOR EACH SYSTEM USED, THE RDP SHALL INDICATE IN THE CONSTRUCTION 
DOCUMENTS, THE INFORMATION THAT FOLLOWS] 

MANUFACTURER'S NAME ARMSTRONG. 
PRODUCT EVALUATION REPORT TYPE AND NUMBER ESR-1308. 
MANUFACTURER'S MODEL NUMBER - MAIN RUNNER _6100HRC. 
MANUFACTURER'S CATALOG NUMBER - CROSS RUNNER XL614HRC. 

1.04 SEISMIC WALL CLIP:  

MANUFACTURER’S MODEL SEISMIC RX®. 

1.05 CEILING PANELS SHALL NOT SUPPORT ANY LIGHT FIXTURES, AIR TERMINALS OR DEVICES. 

1.06 FOR CEILING INSTALLATIONS UTILIZING ACOUSTICAL TILE PANELS OF MINERAL OR GLASS 
FIBER, IT IS NOT MANDATORY TO PROVIDE ¾” CLEARANCE BETWEEN THE ACOUSTICAL TILE 
PANELS AND THE WALL ON THE SIDES OF THE CEILING WHICH ARE FREE TO SLIP. FOR ALL OTHER 
CEILING PANEL TYPES, PROVIDE ¾” CLEARANCE BETWEEN THE CEILING PANEL AND THE WALL 
ON THE SIDES OF THE CEILING FREE TO SLIP. 

2. MATERIALS:

2.01 CEILING WIRE SHALL BE CLASS 1 ZINC COATED (GALVANIZED) CARBON STEEL CONFORMING 
TO ASTM A641-09A. WIRE SHALL BE #12 GAGE (0.106” DIAMETER) WITH SOFT TEMPER AND 
MINIMUM TENSILE STRENGTH = 70 KSI. 

2.02 GALVANIZED SHEET STEEL (INCLUDING THAT USED FOR METAL STUD AND TRACK 
COMPRESSION STRUTS/POST) SHALL CONFORM TO ASTM A653-11, OR OTHER EQUIVALENT 
SHEET STEEL LISTED IN SECTION A2.1 OF THE NORTH AMERICAN SPECIFICATION FOR THE 
DESIGN OF COLD-FORMED STEEL STRUCTURAL MEMBERS 2007, INCLUDING SUPPLEMENT 2 
DATED 2010 (AISI S100-07/S2-10). MATERIAL 43 MIL (18 GAGE) AND LIGHTER SHALL HAVE MINIMUM 
YIELD STRENGTH OF 33 KSI. MATERIAL 54 MIL (16 GAGE) AND HEAVIER SHALL HAVE A MINIMUM 
YIELD STRENGTH OF 50 KSI. 

2.03 ELECTRICAL METALLIC TUBE (EMT) SHALL BE ANSI C80.3/UL 797 CARBON STEEL WITH G90 
GALVANIZING. EMT SHALL HAVE MINIMUM YIELD STRENGTH (FY) OF 30 KSI AND MINIMUM 
ULTIMATE STRENGTH (FU) OF 48 KSI. 

3. ATTACHMENT OF HANGER AND BRACING WIRES:

3.01 SEPARATE ALL CEILING HANGER AND BRACING WIRES AT LEAST SIX (6) INCHES FROM ALL 
UNBRACED DUCTS, PIPES, CONDUIT, ETC. 

3.02 HANGER AND BRACING WIRES SHALL NOT ATTACH TO OR BEND AROUND OBSTRUCTIONS 
INCLUDING BUT NOT LIMITED TO: PIPING, DUCTWORK, CONDUIT AND EQUIPMENT. 

3.03 HANGER WIRES THAT ARE MORE THAN ONE (HORIZONTAL) IN SIX (VERTICAL) OUT OF PLUMB 
SHALL HAVE COUNTER-SLOPING WIRES. 

3.04 SLACK SAFETY WIRES SHALL BE CONSIDERED HANGER WIRES FOR INSTALLATION AND 
TESTING REQUIREMENTS. 

3.05 HANGER AND BRACING WIRE ANCHORAGE TO THE STRUCTURE SHALL BE INSTALLED IN 
SUCH A MANNER THAT THE DIRECTION OF THE ANCHORAGE ALIGNS CLOSELY WITH THE 
DIRECTION OF THE WIRE. (E.G. BRACING WIRE CEILING CLIPS MUST BE BENT AS SHOWN IN THE 
DETAILS AND ROTATED AS REQUIRED TO ALIGN CLOSELY WITH THE DIRECTION OF THE WIRE, 
SCREW EYES IN WOOD MUST BE INSTALLED SO THEY ALIGN CLOSELY WITH THE DIRECTION OF 
THE WIRE, ETC.) 
  
4. FASTENERS AND WELDING:

4.01 SHEET METAL SCREWS SHALL COMPLY WITH ASTM C1513-10, ASME B18.6.4-89 (R2005). 
PENETRATION OF SCREWS THROUGH JOINED MATERIAL SHALL NOT BE LESS THAN THREE 
EXPOSED THREADS. 

4.02 EXPANSION ANCHORS SHALL BE: [RDP TO INDICATE MANUFACTURER, PRODUCT, 
EVALUATION REPORT NUMBER AND LOAD FOR EACH SIZE SPECIFIED PER CBC 1913A.7.2.] 

4.03 POWER-ACTUATED FASTENERS SHALL BE: [RDP TO INDICATE MANUFACTURER, PRODUCT, 
EVALUATION REPORT NUMBER] 

4.04 IF NOT OTHERWISE SPECIFIED IN THE EVALUATION REPORT, POWER-ACTUATED FASTENERS 
INSTALLED IN STEEL SHALL BE INSTALLED SO THE ENTIRE POINTED END OF THE FASTENER IS 
DRIVEN THROUGH THE STEEL MEMBER. 

4.05 POWER-ACTUATED FASTENERS IN CONCRETE ARE NOT PERMITTED FOR BRACING WIRES. 

4.06 CONCRETE REINFORCEMENT AND PRESTRESSING TENDONS SHALL BE LOCATED BY NON-
DESTRUCTIVE MEANS PRIOR TO INSTALLING POST - INSTALLED ANCHOR. 

4.07 WELDING SHALL BE IN ACCORDANCE WITH AWS D1.3 USING E60XX SERIES ELECTRODES. 

5. TESTING: ALL FIELD TESTING MUST BE PERFORMED IN THE PRESENCE OF THE PROJECT 
INSPECTOR. 

5.01 POST-INSTALLED ANCHORS IN CONCRETE USED TO SUPPORT HANGER WIRES SHALL BE 
TESTED AT A FREQUENCY OF 10 PERCENT. POWER ACTUATED FASTENERS IN CONCRETE SHALL 
BE FIELD TESTED FOR 200 LBS. IN TENSION. ALL OTHER POST-INSTALLED ANCHORS IN CONCRETE 
SHALL BE TESTED IN ACCORDANCE WITH CBC SECTION 1913A.7. 

5.02 POST-INSTALLED ANCHORS IN CONCRETE USED TO ATTACH BRACING WIRES SHALL BE 
TESTED AT A FREQUENCY OF 50 PERCENT IN ACCORDANCE WITH CBC SECTION 1913A.7. 

6. LIGHT FIXTURES: 

6.01 ALL LIGHT FIXTURES SHALL BE POSITIVELY ATTACHED TO THE CEILING SUSPENSION 
SYSTEMS BY MECHANICAL MEANS TO RESIST A HORIZONTAL FORCE EQUAL TO THE WEIGHT OF 
THE FIXTURE. A MINIMUM OF TWO SCREWS OR APPROVED FASTENERS ARE REQUIRED AT EACH 
LIGHT FIXTURE, PER ASTM E580, SECTION 5.3.1. 

6.02 SURFACE-MOUNTED LIGHT FIXTURES SHALL BE ATTACHED TO THE MAIN RUNNER WITH AT 
LEAST TWO POSITIVE CLAMPING DEVICES. THE CLAMPING DEVICE SHALL COMPLETELY 
SURROUND THE SUPPORTING CEILING RUNNER AND BE MADE OF STEEL WITH A MINIMUM 
THICKNESS OF #14 GAGE. ROTATIONAL SPRING CATCHES DO NOT COMPLY. A #12 GAGE SLACK 
SAFETY WIRE SHALL BE CONNECTED FROM EACH CLAMPING DEVICE TO THE STRUCTURE ABOVE. 
PROVIDE ADDITIONAL SUPPORTS WHEN LIGHT FIXTURES ARE EIGHT (8) FEET OR LONGER OR 
EXCEED 56 LB. MAXIMUM SPACING BETWEEN SUPPORTS SHALL NOT EXCEED EIGHT (8) FEET. 

6.03 LIGHT FIXTURES WEIGHING LESS THAN OR EQUAL TO 10 LB. SHALL HAVE A MINIMUM OF ONE 
(1) #12 GAGE SLACK SAFETY WIRE CONNECTED FROM THE FIXTURE HOUSING TO THE 
STRUCTURE ABOVE. 

6.04 LIGHT FIXTURES WEIGHING GREATER THAN 10 LB. BUT LESS THAN OR EQUAL TO 56 LBS. MAY 
BE SUPPORTED DIRECTLY ON THE CEILING RUNNERS, BUT THEY SHALL HAVE A MINIMUM OF TWO 
(2) #12 GAGE SLACK SAFETY WIRES CONNECTED FROM THE FIXTURE HOUSING AT DIAGONAL 
CORNERS TO THE STRUCTURE ABOVE. 

EXCEPTION: ALL LIGHT FIXTURES GREATER THAN TWO BY FOUR FEET WEIGHING LESS THAN 56 
LBS. SHALL HAVE A #12 GAGE SLACK SAFETY WIRE AT EACH CORNER. 

6.05 ALL LIGHT FIXTURES WEIGHING GREATER THAN 56 LB. SHALL BE INDEPENDENTLY 
SUPPORTED BY NOT LESS THAN FOUR (4) TAUT #12 GAGE HANGER WIRES (ONE AT EACH 
CORNER) ATTACHED FROM THE FIXTURE HOUSING TO THE STRUCTURE ABOVE OR OTHER 
APPROVED HANGERS. THE FOUR (4) TAUT #12 GAGE WIRES OR OTHER APPROVED HANGERS, 
INCLUDING THEIR ATTACHMENT TO THE STRUCTURE ABOVE, SHALL BE CAPABLE OF 
SUPPORTING FOUR (4) TIMES THE WEIGHT OF THE FIXTURE. 

7. SERVICES WITHIN THE CEILING:

7.01 ALL FLEXIBLE SPRINKLER HOSE FITTING MOUNTING BRACKETS, CEILING-MOUNTED AIR 
TERMINALS OR OTHER SERVICES SHALL BE POSITIVELY ATTACHED TO THE CEILING SUSPENSION 
SYSTEMS BY MECHANICAL MEANS. SCREWS OR APPROVED FASTENERS ARE REQUIRED. A 
MINIMUM OF TWO ATTACHMENTS ARE REQUIRED AT EACH COMPONENT. 

7.02 CEILING-MOUNTED AIR TERMINALS OR OTHER SERVICES WEIGHING LESS THAN OR EQUAL 
TO 20 LB. SHALL HAVE ONE (1) #12 GAGE SLACK SAFETY WIRE ATTACHED FROM THE TERMINAL 
OR SERVICE TO THE STRUCTURE ABOVE. 

7.03 FLEXIBLE SPRINKLER HOSE FITTINGS, CEILING-MOUNTED AIR TERMINALS OR OTHER 
SERVICES WEIGHING MORE THAN 20 LB. BUT LESS THAN OR EQUAL TO 56 LB. SHALL HAVE TWO 
(2) #12 GAGE SLACK SAFETY WIRES (AT DIAGONAL CORNERS) CONNECTED FROM THE TERMINAL 
OR SERVICE TO THE STRUCTURE ABOVE. 

7.04 FLEXIBLE SPRINKLER HOSE FITTINGS, CEILING-MOUNTED AIR TERMINALS OR OTHER 
SERVICES WEIGHING MORE THAN 56 LB. SHALL BE SUPPORTED DIRECTLY FROM THE STRUCTURE 
ABOVE BY NOT LESS THAN FOUR (4) TAUT #12 GAGE HANGER WIRES ATTACHED FROM THE 
TERMINAL OR SERVICE TO THE STRUCTURE ABOVE OR OTHER APPROVED HANGERS. 

8. OTHER DEVICES WITHIN THE CEILING: 

8.01 ALL LIGHTWEIGHT MISCELLANEOUS DEVICES, SUCH AS STROBE LIGHTS, OCCUPANCY 
SENSORS, SPEAKERS, EXIT SIGNS, ETC., SHALL BE ATTACHED TO THE CEILING GRID. IN ADDITION, 
DEVICES WEIGHING MORE THAN 10 LBS. SHALL HAVE A #12 GAGE SLACK SAFETY WIRE 
ANCHORED TO THE STRUCTURE ABOVE. DEVICES WEIGHING MORE THAN 20 LB. SHALL BE 
SUPPORTED INDEPENDENTLY FROM THE STRUCTURE ABOVE.

ATTACHED JOINT FREE JOINT

HANGER WIRE

RUNNER

APPROVED STABILIZER

(SEE NOTE 3)

NOTE #4

1"

2"

CHANNEL.
(STABILIZER BAR)

1" x 2" x 25 GA. MIN. CONTINUOUS ANGLE WITH (1) #10 
SMS INTO 20 GA. MIN. WALL STUD @ 24" O.C.

CONT. SLOTTED ANGLE STABILIZER BAR W/ HORIZ. 6d 
RINGSHANK NAIL (NOTE 2). OMIT STRUT WHERE RUNNER IS 
WITHIN 8" OF WALL .

ALTERNATE 
STABILIZER LOCATION
W/O NAIL (NOTE 5)

STEEL POP RIVET @
ATTACHED SIDE ONLY

CEILING
PANEL

MAIN OR CROSS
RUNNER

(SEE NOTE 1)

8" MAX.

(SEE NOTE 1)

8" MAX.

3/4"  MIN. CLR.

T
Y

P
.

1
/2

" 
 M

IN
.

NOTES:
1. PROVIDE #12 GAGE HANGER WIRES AT THE 

ENDS OF ALL MAIN AND CROSS RUNNERS 
WITHIN EIGHT (8) INCHES OF THE SUPPORT 
OR WITHIN ONE-FOURTH (1/4) OF THE 
LENGTH OF THE END TEE,  WHICHEVER IS 
LESS, FOR THE PERIMETER OF THE CEILING 
AREA. PERIMETER WIRES ARE NOT 
REQUIRED WHEN THE LENGTH OF THE END 
TEE IS EIGHT (8) INCHES OR LESS.

2. NAILS AT ENDS OF HORIZONTAL STABILIZERS 
ARE TO BE PLACED WITH NAIL HEAD 
TOWARD CENTER LINE OF SPAN OF STRUT.

3. STABILIZER BAR MAY BE SLOTTED 
APPROVED ANGLES OR CHANNELS WITH 
"DIAMOND POINTS" OF SPRING STEEL WHICH 
SNAP TIGHT TO PREVENT MOVEMENT OF 
STRUT.

4. (1) #10 SMS TO 20 GA. MIN. WALL STUD @ 24" 
O.C.

IR 25-2.13
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CROSS RUNNER

HANGER WIRE

MAIN RUNNER

SECTION

STRUCTURE

MAIN RUNNER

CROSS RUNNER

COPE FLANGE OR FLATTEN TO ALLOW
INSTALLATION OF ACOUSTICAL TILE

HANGER WIRE
BEYOND

(2) 1/4"DIA.
MACHINE BOLT

3/4" MIN. EDGE
DISTANCE,TYP.

3 TIGHT TURNS
IN 3" FOR
HANGER TYP.

FOR CONNECTION TO
STRUCTURE SEE

CHANNEL TYPE
COMPRESSION STRUT
PER TABLE BELOW
CENTERED OVER
CROSS RUNNER

BRACE WIRES
SEE

4 TIGHT TURNS IN 
1-1/2" TYP. FOR 
BRACE WIRE

BRACE WIRE
BEYOND

5'-0"

6'-10"

8'-0"

8'10"

10'-10"

CHANNEL COMPRESSION STRUT MAXIMUM LENGTH

250S125-33

250S137-33

362S137-33

250137-43

400S137-43

MAX
1 1/2"

MAX
1 1/2"

TYP
3/4"MIN

1" MAX
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TYP. HANGER 
WIRES @ 4'-0" O.C. TYPICAL SPLICE @ 

CROSS RUNNERS

CROSS RUNNER

MAIN RUNNER
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WHEN MULTILE SADDLE 
TIES ARE REQUIRED THEY 
SHALL ALTERNATE BACK 
AND FORTH TO PREVENT 
TWISTING

SADDLE TIE HAS DOUBLE
LOOP AT SUPPORT

MAIN CHANNEL SHOWN 
(WOOD FRAMING SIMILAR)

#12 GAGE HANGER 
WIRES (3) TIGHT 
TURNS WITHIN 3", AT 
BRACE WIRE PROVIDE 
(4) TIGHT TURNS 
WITHIN 1 1/2"

NOTE:
HANGER WIRE CONDITION SHOWN. BRACE
WIRE CONDITION SIMILAR

IR 25-2.13
4.29

. SADDLE TIE REQUIRED 
FOR ALL WIDTHS 
GREATER THAN 1/4"

HEAVY DUTY SYSTEM

(2) 12 GA. SLACK SAFETY WIRE HANGERS
FOR DEVICES THAT WEIGH LESS THAN 56
LBS PLACE ON DIAGONAL CORNERS.

EXCEPTION: FIXTURES GREATER THAN 2
FEET X 4 FEET WEIGHING LESS THAN 56 LBS.
REQUIRE A 12 GA. SLACK SAFETY WIRE
HANGER AT EA. CORNER.

1-#8 S.M.S.  IN OPPOSITE SIDES (2
TOTAL) LOCATE SCREWS NEAR THE
CENTER OF TERMINAL OR FIXTURE

AIR TERMINAL OR LIGHT 
FIXTURE (56# MAX.)

IR 25-2.13
2.80

FREE JOINT (NON-EXITWAY)

HANGER WIRE

1"

2"

1" x 2" x 25 GA. MIN. CONTINUOUS ANGLE WITH (1) #10 
SMS INTO 20 GA. MIN. WALL STUD @ 24" O.C.

TEGULAR 
CEILING 
TILE

15/16" MAIN OR 
CROSS RUNNER

8" MAX.

T
Y

P
.

1
/2

" 
M

IN
.

1 3/4"

3/4"  MIN.

1/4"

3 TURNS @ 
HANGER WIRE 
TYPICAL @ EACH 
END

4 TURNS @ 
BRACE WIRES 
TYP. @ EACH END

FOR CONNECTION TO 
STRUCTURE SEE 

FOR CONNECTION TO 
STRUCTURE SEE 

HANGER WIRE BRACING WIRE

#12 GAGE WIRE

#12 GAGE WIRE

1 1/2" M
AX

3
" 

M
A

X
. 1
/2

" 
T

Y
P

10° TO 45°

1/2" MAX U.O.N.

1/2" TYP

IR 25-2.13
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1/2" MAX U.O.N.
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23

A-922

17
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25
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METAL DECK (20 GA MIN.)
BRACING WIRE

STEEL STRAP 3" WIDE x 4" LONG x 12
GA. MIN., BEND TO ALIGN WITH WIRE

(2) #8 x 1/2" SELF
TAPPING SCREWS

INSULATION OVER
METAL DECK

NOTES:
1. IF SELF-TAPPING SCREWS ARE USED WITH CONCRETE FILL, SET SCREWS BEFORE 

PLACING CONCRETE.

TRUSS WEB MEMBER

TRUSS CHORD MEMBER

BRACE WIRE 
SADDLE TIE SEE

NOTES:
1. BRACE WIRE SHALL ALIGN PARALLEL WITH THE TRUSS BOTTOM CHORD

METAL DECK (20 GA MIN.)

#3 x 12" REBAR

HANGER WIRE-TIE TO #3 REBAR
WITH THREE WRAPS AROUND REBAR
AND ONE WRAP AROUND WIRE

INSULATION OVER
METAL DECK

HANGER WIRE

INSULATION OVER METAL DECK #12 S.M.S

METAL DECK
(20 GA. MIN.)

(2) #12 S.M.S.
(2) #10 S.M.S

L 2" x 2" x 12 GA.

(2) #10 S.M.S

OPTION 1 OPTION 2

L 2" x 2" x 12 
GA. x 0'-8"

3/4" MIN.

HANGER WIRE ONLY

HANGER WIRE

HANGER OR BRACE WIRE

NOTES:
WIRE SPLICES ARE SHOWN LOOSELY TIED 
FOR ILLUSTRATIVE PURPOSES ONLY AND 
SHALL BE DRAWN TIGHT TO COMPLETE 
INSTALLATION WHEN CONSTRUCTED.

4 TURNS IN 1-1/2"   
TYPICAL @ EACH 
END

BRACE OR
HANGER WIRE

3 TURNS IN 3" TYPICAL @ EACH 
END

IR 25-2.13
6.10

1" x 1" x 12GA x 3" CLIP ANGLE

2-#10 S.M.S. @ 2" O.C.

WALL STUD

(1) LAYER OF  GYP. BD.

OPTION 1 OPTION 2

362S137-33 MIN. BACKING 
STUD. SPAN 2 WALL STUDS 
MINIMUM. FASTEN BACKING 
TO WALL STUDS USING (2) #
10x1-1/4" SMS AT EACH 
STUD.

1"x1"x12GAx3/4" CLIP ANGLE. 
FASTEN TO BACKING STUD 
USING #10 x 1-1/4" SHEET 
METAL SCREW.

1

6
MAX SLOPE, TYP

WALL STUD

GYP BD OPTIONAL

#10 SMS TO FRAMING: 
(1) DIRECT TO STUD 
(2) THRU GYP BD

1"x1"x12GAx3/4" CLIP ANGLE

HANGER WIRE AS 
REQUIRED1

6
MAX SLOPE, TYP

OPTION 3

1

6
MAX SLOPE, TYP

IR 25-2.13
4.24

METAL STUD PER RDP 
20 GA MIN

1 LAYER OF GYP BD, 
MAX.

600S137-54 SPAN (2) 
WALL STUDS MINIMUM. 
CONNECT 600S TO 
EACH WALL STUD PER 
SCHEDULE BELOW

NOTES:

1. THE CLIP ANGLE CAN BE 
ATTACHED DIRECTLY TO THE 
WALL STUD FLANGE PROVIDED 
BOTH OF THE FOLLOWING 
CONDITIONS ARE MET:
• THE WALL STUD IS 18 GA 

MIN. AND CAPABLE OF 
SUPPORTING THE BRACE 
FORCE.

• THE BRACE WIRE ALIGNS 
WITH THE WALL STUD WEB.

BRACING WIRE WITH 4 
TIGHT TURNS IN 1 1/2"

1-1/2"x1-1/2"x12GAx1" 
CLIP ANGLE W/ (2) #
10x1-1/4" SMS

WALL STUD
GAUGE

CONN. TO WALL 
STUD, W/ GYP

CONN TO WALL
STUD, NO GYP

20 GA (5) #10x1-1/4" SMS (3) #10x1-1/4" SMS

18 GA (4) #10x1-1/4" SMS (2) #10x1-1/4" SMS

45°

IR 25-2.13
4.34
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CEILING DETAILS

ORCUTT ACADEMY

HS MUR BUILDING

20179.01MB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT
500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

N.T.S. 5SUSPENSION & BRACING ASSEMBLY

1/8" = 1'-0" 1TYPICAL CEILING PLAN 12'x12'

12" = 1'-0" 3ACOUSTICAL CEILING TILE NOTES

N.T.S. 11CEILING PERIMETER

N.T.S. 13CHANNEL TYPE STRUT

N.T.S. 9RUNNER SPLICE

N.T.S. 21TYPICAL SADDLE TIE

N.T.S. 14LIGHT FIXTURES / AIR REGISTER @ A.C.T.

N.T.S. 15CEILING PERIMETER FOR TEGULAR TILE N.T.S. 10TYPICAL WIRE TURNS

NO. DATE DESCRIPTION

N.T.S. 18BRACING WIRE CONN. TO METAL DECK

N.T.S. 17BRACING WIRE CONN. TO WEB JOIST

N.T.S. 19HANGER WIRE CONN. TO METAL DECK

N.T.S. 20CHANNEL STRUT AT METAL DECK

N.T.S. 22TYPICAL WIRE SPLICES

N.T.S. 25HNGR WIRE CONN TO MTL STUD WALL

N.T.S. 23BRACING WIRE @  METAL STUD WALL

2

HEAVY DUTY61

�
�

�
A

A             05-18-2022          ADDENDUM A9

MAY 10, 2022



"

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-001

STRUCTURAL

GENERAL NOTES

MARCH 23, 2022

"
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�

�
A

A             05-18-2022          ADDENDUM A9



DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-102

TYPICAL

DETAILS

l

l

l

l

l

l

l

l l l l ll l lll l l l ll l l l l l l

l

l

l

MARCH 23, 2022

l

l

l

l

l

l

l

l l l l ll l lll l l l ll l l l l l l

l

l

l
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DisplayName
Set to INCORPORATED



DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-103

TYPICAL

DETAILS

MARCH 23, 2022

2 ANCHOR BOLTS
 MIN. PER SILL TRACK.

�
�

�
A

A             05-18-2022          ADDENDUM A9

Hazel Cruz
Set to INCORPORATED



·

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-104

TYPICAL

DETAILS

·

·

·

MARCH 23, 2022

·

·

CONT. SIMP CS20
W/ #10 SMS (3)
 EA. BLOCK

�
�

�
A
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DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-106

TYPICAL

DETAILS

MARCH 23, 2022

A             05-18-2022          ADDENDUM A
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A
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C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-201

FOUNDATION

PLAN

LOBBY

101

MEN'S

RESTROOM

102

WOMEN'S

RESTROOM

103

GYM

104

STORAGE

105

JAN

106

STORAGE

107

ELECTRICAL

108

STORAGE

109

STAGE

110

LIFT

111

STORAGE

112

BOY'S LOCKER

113

GIRL'S LOCKER

114

CLASSROOM

115

OUTDOOR STAGE

116

UP

DN

DN

MARCH 23, 2022

LOBBY

101

MEN'S

RESTROOM

102

WOMEN'S

RESTROOM

103

GYM

104

STORAGE

105

JAN

106

STORAGE

107

ELECTRICAL

108

STORAGE

109

STAGE

110

LIFT

111

STORAGE

112

BOY'S LOCKER

113

GIRL'S LOCKER

114

CLASSROOM

115

OUTDOOR STAGE

116

UP

DN

DN

15

S-403
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C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-221

ROOF FRAMING

PLAN

1/2" / 12"

1/2" / 12"

1/2" / 12"

1
/
2
"
 
/
 
1

2
"

1
/
2
"
 
/
 
1
2
"

MARCH 23, 2022

1/2" / 12"

1/2" / 12"

1/2" / 12"

1
/
2
"
 
/
 
1

2
"

1
/
2
"
 
/
 
1
2
"

CONT. 1000S162-43 RIM
W/ E.S.

CONT. 1000S162-43 RIM
W/ E.S.
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�
�

�
A

9

DisplayName
Set to INCORPORATED



C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-301

CMU WALL

ELEVATIONS

MARCH 23, 2022
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C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-302

CMU WALL

ELEVATIONS

MARCH 23, 2022
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A             05-18-2022          ADDENDUM A9

DisplayName
Set to INCORPORATED



DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-401

STRUCTURAL

DETAILS

MARCH 23, 2022
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DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-402

STRUCTURAL

DETAILS

MARCH 23, 2022
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S-403

STRUCTURAL

DETAILS

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

MARCH 23, 2022
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DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-404

STRUCTURAL

DETAILS

MARCH 23, 2022
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A             05-18-2022          ADDENDUM A9



DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

ORCUTT ACADEMY

HS MUR BUILDING

21025VB

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION  SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

1
0
0
%

 
C

D

03-121912DSA#

NO. DATE DESCRIPTION

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

S-405

STRUCTURAL

DETAILS

MARCH 23, 2022
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CONSULTANTS

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY

PREPARED. THE ARCHITECT DISCLAIMS

RESPONSIBILITY FOR THESE PLANS AND

SPECIFICATIONS IF THEY ARE USED IN WHOLE OR

IN PART AT ANY OTHER SITE

PROJECT OWNER & TITLE

SHEET NO.

ORCUTT UNION

SCHOOL

DISTRICT

100 Cross Street, Ste 204
SLO, CA 93401

BMA JOB# 21122.00
OFF: (805) 544-4269

BMA Mechanical +

M 33,682

BR
ANDON    RODGERS

MECHA NICA L

EXP 6/30/23

RE
GI

ST
ER

ED PROFESSIONAL ENGINEER

ST A T E OF CA LIFORNIA

XX-XXXXXXAGENCY APPROVAL
DSA #

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

CONSULTANT STAMPARCHITECT STAMP

REVISIONS

NO. DATE DESCRIPTION

#

ORCUTT

ACADEMY

HS MUR BUILDING

HIGH SCHOOL

ORCUTT, CA 93455

MARCH 2, 2022

20179-01

ORCUTT ACADEMY

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

E

S

A

T

E

S

R

T

L

E

C

I

N

N

.

R

C

F

O

F

L

A

I

O

C

3

2

A

I

N

T

H

A

D

E

R

C

I

E

T

1

3
0

A

N

L

A

E

G

N

L R

K

O

R

K

E

E

1

C-22474

MECHANICAL

DETAILS

M401

3 CONDENSER MOUNTING

9 FLEXIBLE DUCT CONNECTION

8 DIFFUSER CONNECTION

7 ROUND VOLUME DAMPER

14 EQUIPMENT PLATFORM

5 HIGH WALL FAN COIL MOUNTING

10 FLUSH MOUNTED EXPOSED GRILLE

11 EXPOSED DUCT HANGER

12 HANGER ROD STIFFENER 1 RTU ISOLATION CURB

6 IN-LINE WALL MOUNTED FAN

REFRIG. LINE-SET THROUGH ROOF13

2 RTU RIGID CURB

15 INTAKE HOOD MOUNTING

4 EXHAUST FAN MOUNTING

16 CEILING EXHAUST FAN

ROUND DUCT 30"Ø AND SMALLER RECTANGULAR  DUCTWORK 

17 HORIZ. DUCT SUPPORT  DETAILS

18 TYP. RTU DUCT DROP
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CONSULTANTS

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY

PREPARED. THE ARCHITECT DISCLAIMS

RESPONSIBILITY FOR THESE PLANS AND

SPECIFICATIONS IF THEY ARE USED IN WHOLE OR

IN PART AT ANY OTHER SITE

PROJECT OWNER & TITLE

SHEET NO.

ORCUTT UNION

SCHOOL

DISTRICT

100 Cross Street, Ste 204
SLO, CA 93401

BMA JOB# 21122.00
OFF: (805) 544-4269

BMA Mechanical +

M 33,682

BR
ANDON    RODGERS

MECHA NICA L

EXP 6/30/23

RE
GI

ST
ER

ED PROFESSIONAL ENGINEER

ST A T E OF CA LIFORNIA

XX-XXXXXXAGENCY APPROVAL
DSA #

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

CONSULTANT STAMPARCHITECT STAMP

REVISIONS

NO. DATE DESCRIPTION

#

ORCUTT

ACADEMY

HS MUR BUILDING

HIGH SCHOOL

ORCUTT, CA 93455

MARCH 2, 2022

20179-01

ORCUTT ACADEMY

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69
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C-22474

MECHANICAL

DETAILS

M402

1 STRUCTURALLY CALCULATED ISOLATION CURB

(APPLIES TO RTU-1 & RTU-2)

23

4 RTU CURB ISOLATOR 

(APPLIES TO RTU-1,2,3) STRUCTURALLY CALCULATED ISOLATION CURBSTRUCTURALLY CALCULATED ISOLATION CURB

(APPLIES TO RTU-3)(APPLIES TO RTU-4)

-SEE M301 FOR OPERATING RTU+CURB WEIGHT
-SEE M301 FOR OPERATING RTU+CURB WEIGHT-SEE M301 FOR OPERATING RTU+CURB WEIGHT
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CONSULTANTS

DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY

PREPARED. THE ARCHITECT DISCLAIMS

RESPONSIBILITY FOR THESE PLANS AND

SPECIFICATIONS IF THEY ARE USED IN WHOLE OR

IN PART AT ANY OTHER SITE

PROJECT OWNER & TITLE

SHEET NO.

ORCUTT UNION

SCHOOL

DISTRICT

100 Cross Street, Ste 204
SLO, CA 93401

BMA JOB# 21122.00
OFF: (805) 544-4269

BMA Mechanical +

M 33,682

BR
ANDON    RODGERS

MECHA NICA L

EXP 6/30/23

RE
GI

ST
ER

ED PROFESSIONAL ENGINEER

ST A T E OF CA LIFORNIA

XX-XXXXXXAGENCY APPROVAL
DSA #

560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

CONSULTANT STAMPARCHITECT STAMP

REVISIONS

NO. DATE DESCRIPTION

#

ORCUTT

ACADEMY

HS MUR BUILDING

HIGH SCHOOL

ORCUTT, CA 93455

MARCH 2, 2022

20179-01

ORCUTT ACADEMY

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69
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C-22474

PLUMBING

DETAILS

P002

FINISHED CONCRETE AREAS

CLEANOUT TO GRADE

ASPHALT & LANDSCAPED AREAS

WALL CLEANOUT

DM

1

2

BUILDING WATER SUPPLY3

4

CD TO ROOF DRAIN

ROOF DRAIN & OVERFLOW

PIPE SUPPORT9

8

7

6

5WH-110A

GAS PIPING RISER DIAGRAM

GAS CONNECTION

13 GAS REGULATOR

UNIT CONDENSATE DRAIN

VENT THROUGH ROOF

WATER HEATER RESTRAINT
11

FLOOR CLEANOUT
14

GAS PIPE PENETRATION
15

SEISMIC SHUT OFF VALVE GAS SERVICE TO BUILDING1216

FIRE FLOOR/WALL PENETRATION

CONCRETE FLOOR/WALL

1-HR. GYPSUM WALL

17

W/ #12 TEK SCREWS
(QTY- 4)  TO ROOF
STRUCTURE
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DATE:

JOB NUMBER:

SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT

THESE PLANS OR THE SPECIFICATIONS ARE

SUITABLE FOR ANY SITE OTHER THAN THE ONE

FOR WHICH THEY WERE SPECIFICALLY PREPARED.

THE ARCHITECT DISCLAIMS RESPONSIBILITY FOR

THESE PLANS AND SPECIFICATIONS IF THEY ARE

USED IN WHOLE OR IN PART AT ANY OTHER SITE

ARCHITECT STAMP CONSULTANT STAMP

AGENCY APPROVAL

REVISIONS

CONSULTANTS

PROJECT OWNER & TITLE

SHEET NO.

#
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560 HIGUERA STREET, SUITE C

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399

20179.01TR

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

ORCUTT ACADEMY

HS MUR BUILDING

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455
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EXPIRES: 06/30/23

THOMA #21-8016

03-121912DSA#

E-301

ELECTRICAL

DETAILS

TYPICAL WALL / SURFACE FIXTURE MOUNTING DETAIL

LAY-IN FIXTURE MOUNTING DETAIL                   

RECESSED DOWNLIGHT MOUNTING DETAIL 

SURFACE MOUNTED PANEL / CABINET MOUNTING DETAIL   

METAL PIPE THRU 1-HR OR 2-HR GYPSUM WALL ASSEMBLY DETAIL

SURFACE MOUNTED CABINET DETAIL

FIXTURES LESS THAN 50 LBS

PROVIDE POSITIVE FASTENING

TO T-BAR GRID AT EACH END OF FIXTURE.

ATTACH WITH #8 FLAT HEAD SHEET METAL SCREW

T-BAR CEILING GRID,

SEE ARCHITECTURAL

REFLECTED CEILING

PLANS.

LIGHTING FIXTURE PER

FIXTURE SCHEDULES.

REFER TO ARCHITECTURAL

DETAIL 11/A10.11 FOR

ATTACHMENT TO STRUCTURE.

CEILING SUPPORT

WIRES.

MINIMUM (3) TIGHT TURNS IN

1-1/2".

HEAVY DUTY GRID SYSTEM

PROVIDE #12 GA. SLACK SUPPORT WIRES AT 2

DIAGONALLY OPPOSITE CORNERS FOR FIXTURES UP

TO 50 LBS.

CEILING

FINISH

NOTES:

1. MAXIMUM DIAMETER OF OPENING = 32".

2. ANNULAR SPACE IN 1-HR. WALLS = MINIMUM 0", MAXIMUM 1".

3. ANNULAR SPACE IN 2-HR. WALLS = MINIMUM 0", MAXIMUM 2".

4. PENETRANT MAY BE INSTALLED AT AN ANGLE NOT GREATER

THAN 45° FROM PERPENDICULAR.

5

4

3

2

1

F-RATING = 1-HR. OR 2-HR.

T-RATING = 0-HR.

L-RATING AT AMBIENT = LESS THAN 1 CFM/SQ FT.

L-RATING AT 400°F = LESS THAN 1 CFM/SQ FT.

1. GYPSUM WALL ASSEMBLY (UL/cUL CLASSIFIED U300, U400, OR V400 SERIES)

(1-HR. OR 2-HR. FIRE-RATING) (2-HR. SHOWN).

2. (NOT SHOWN). WOOD STUDS TO CONSIST OF NOMINAL 2" x 4" LUMBER.

STEEL STUDS TO BE MINIMUM 2-1/2" WIDE.

3. PENETRATING ITEM TO BE ONE OF THE FOLLOWING:

A. MAXIMUM 30" NOMINAL DIAMETER STEEL PIPE (SCHEDULE 10 OR

HEAVIER).

B. MAXIMUM 30" NOMINAL DIAMETER CAST IRON OR DUCTILE IRON

PIPE.

C. MAXIMUM 6" NOMINAL DIAMETER COPPER PIPE OR TUBING.

D. MAXIMUM 6" NOMINAL DIAMETER STEEL CONDUIT.

E. MAXIMUM 4" NOMINAL DIAMETER EMT.

4. HILTI CP 606 FLEXIBLE FIRESTOP SEALANT:

A. MINIMUM 5/8" DEPTH OF SEALANT FOR A 1-HR. FIRE-RATING.

B. MINIMUM 1-1/4" DEPTH OF SEALANT FOR A 2-HR. FIRE-RATING.

5. MINIMUM 1/2" BEAD HILTI CP 606 FLEXIBLE FIRESTOP SEALANT APPLIED AT

POINT OF CONTACT.

SECTION A-A

A

A

FRONT VIEW

TYPICAL CONDUIT ENTRY/ EXIT INTO EXISTING BUILDING DETAIL

CONDUIT(S) TO ELECTRIC

ROOM OR EQUIPMENT

INDICATED, RUN ABOVE

EXISTING T-BAR CLGS OR

BELOW GYP. BD. CLGS.

(AS APPLICABLE). FIELD

VERIFY.

FIELD VERIFY

EXISTING BUILDING

FOOTING /

CONDITIONS.

NEMA 3R PULLBOX(ES) SIZE

PER NEC, MOUNT ON WALL

AS HIGH AS POSSIBLE.

GRS CONDUIT, ATTACH TO WALL

WITH TWO HOLE PIPE STRAPS,

PROVIDE UNISTRUT SUPPORTS

AS REQUIRED TO HOLD CONDUIT

AWAY FROM WALL TO CLEAR

EXISTING FOOTINGS.

EXISTING CONCRETE / AC PAVING

SAW CUT AND PATCH

EXISTING CONCRETE/AC

PAVING AS REQUIRED FOR

INSTALLATION OF NEW

CONDUITS

UNDERGROUND CONDUIT(S),

SEE SITE PLANS.

EXISTING BLDG EXTERIOR WALL.

CONDUIT IN TRENCH DETAIL              

PULLBOX MOUNTING DETAIL     

      UL/cUL SYSTEM NO. W-L-1297

WOOD FRAMINGCONCRETE BLOCK

NOTES

1. SMALL SURFACE MOUNTED LIGHT

FIXTURE (20 LBS OR LESS).

2. CONCRETE BLOCK

3. PROVIDE 3x6 BLOCKING WITH A35 CLIP

AT EACH END WHERE VERTICAL STUD

IS NOT AVAILABLE FOR ATTACHMENT.

4. ATTACH WITH #8x1-1/2" WOOD SCREW

AND 1/2" DIAMETER WASHER. (2)

REQUIRED PER FIXTURE.

5. 3/8" DIAMETER x 3-1/2" MINIMUM EMBED,

HILTI-HY-200  ADHESIVE ANCHORS

(ICC-ESR-3187). (2) PER FIXTURE AT CMU

WALL. (2) #12 S.M.S. PER SIDE AT METAL

STUDS.

6. PROVIDE BLOCKING TO MATCH CEILING

FRAMING.

REFERENCE

REFERENCE NOTES

1. CEILING MATERIAL, VERIFY FINISH WITH ARCHITECTURAL PLANS

PRIOR TO FIXTURE ROUGH-IN.

2. FRAMING ABOVE OR BLOCKING BETWEEN AS REQUIRED.

3. RECESSED HOUSING WITH EXPANDABLE MOUNTING BARS.

4. FIXTURE TRIM

5. OUTLET BOX/BRANCH CIRCUIT

6. ATTACH TO FRAMING WITH #8X1-1/2" WOOD SCREWS. TOTAL (4)

PER FIXTURE.

MASONRY WALL, SEE

ARCHITECTURAL PLANS.

1/2" HILTI KB3 WITH 2-1/4" EMBEDMENT

AT EACH CORNER OF CABINET,

4 MINIMUM. (ICC ESR-1385).

KNOCK-OUTS AS

REQUIRED. TYPICAL.

FULL VEHICLE TRAFFIC

RATED. COVER MARKED

"ELECTRIC".

PLACE VAULT OVER

MIN. 24" CRUSHED

ROCK

TOP RING

SUMP DRAIN:

COMPOSED OF 6" DIAMETER HOLE,

2' DEEP, FILLED WITH PEA-GRAVEL.

CONCRETE PULL BOX:

EC SHALL USE PG&E #5

TYPE ENCLOSURE.

2'-0" MIN.

6" MIN.

2
"

4
"

1
2

"
3

6
"

2"

AS REQUIRED

WARNING TAPE

NATIVE SOIL BACKFILL

ROCK FREE FILL

BRANCH CIRCUIT, FEEDER

2"

CONDUITS

4" SAND BASE

BELOW CONDUITS

PANELBOARD OR TERMINATION CABINET

WALL FINISH, SEE ARCHITECTURAL PLANS.

(4) 1/4" DIAMETER TEK SCREWS W / WASHER

(TYPICAL) ONE AT EACH CORNER OF PANEL, (ICC

ESR-1976).

METAL WALL STUD, SEE ARCHITECTURAL PLANS.

WALL BACKING PER 13/S-103.

MAX EQUIPMENT DIMENSIONS - 24" WIDE X

60" TALL X 12" DEEP, MAX WEIGHT - 400LBS.

PANELBOARD OR TERMINATION CABINET

MAX EQUIPMENT DIMENSIONS - 24" WIDE X

60" TALL X 12" DEEP, MAX WEIGHT - 400LBS.

3 THREADS PROTRUDING

PAST BACKING.

E-0

FEBRUARY 11, 2022

C-0

CEILING

FINISH

WOOD FRAMINGCONCRETE BLOCK

NOTES

1. SMALL SURFACE MOUNTED LIGHT

FIXTURE (20 LBS OR LESS).

2. CONCRETE BLOCK

3. PROVIDE 3x6 BLOCKING WITH A35 CLIP

AT EACH END WHERE VERTICAL STUD

IS NOT AVAILABLE FOR ATTACHMENT.

4. ATTACH WITH #8x1-1/2" WOOD SCREW

AND 1/2" DIAMETER WASHER. (2)

REQUIRED PER FIXTURE.

5. 3/8" DIAMETER x 3-1/2" MINIMUM EMBED,

HILTI-HY-200  ADHESIVE ANCHORS

(ICC-ESR-3187). (2) PER FIXTURE AT CMU

WALL. (2) #12 S.M.S. PER SIDE AT METAL

STUDS.

6. PROVIDE BLOCKING TO MATCH CEILING

FRAMING.

REFERENCE

AT CONCRETE BLOCK

5. 1/8" THICK x 8"H STEEL BACKER PLATE. WELDED TO STUDS

2. METAL STUD.

4. METAL STUD CEILING JOIST/BLOCKING.

1. SMALL SURFACE MOUNTED LIGHT FIXTURE (20 LBS. OR LESS).

3. FASTENER: (2)#12 SMS AT 8" O.C.

   BACKER (1) STUD BEYOND EACH END OF LUMINAIRE.

   OR ATTACHED WITH (2) #12 S.M.S. AT EACH STUD. EXTEND 

REFERENCE NOTES

CEILING

FINISH

FINISH

4

1

3

1

3

4

2

5

NOTES

1. SMALL SURFACE MOUNTED LIGHT

FIXTURE (20 LBS OR LESS).

2. CONCRETE BLOCK

3. 3/8" DIAMETER X 3-1/2" MINIMUM EMBED,

HILTI-HY-200  ADHESIVE ANCHORS

(ICC-ESR-3187). (2) PER FIXTURE AT

CMU WALL. (2) #12 S.M.S. PER SIDE AT

METAL STUDS.

REFERENCE

AT STEEL FRAMING

�
�

�
A
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EXPIRES: 06/30/23

THOMA #21-8016

03-121912DSA#

E-302

ELECTRICAL

DETAILS

RAISED CONCRETE POLE BASE DETAIL   

PENDANT FIXTURE MOUNTING DETAIL                   

EMERGENCY LIGHTING INVERTER DIAGRAM

METAL PIPE DETAIL THROUGH 1-HR OR 2-HR GYPSUM WALL ASSEMBLY

CABLE FIXTURE MOUNTING DETAIL ROOF PENETRATION / RECEPTACLE DETAIL 

DATA EQUIPMENT GROUND BUS BAR DETAIL

WITH RAISED RING

4" SQUARE BOX

FINISHED CEILING, REFER TO

ARCHITECTURAL PLANS FOR

LIGHTING FIXTURE PER FIXTURE

SCHEDULE, MAXIMUM WEIGHT =

15LBS.

VERIFY MOUNTING HEIGHT

WITH ARCHITECTURAL PLANS

INFORMATION.

3/8" ALL THREAD,

ATTACH TO FRAMING,

FIELD VERIFY

3/8" NUTS AND

WASHERS

HORIZONTAL CABLE AND CLAMP

TO STEM WHERE REQUIRED,

SEE NOTE BELOW.

RUN CABLE THRU EYEBOLT

AND SECURE WITH CRIMP

SWEDGE.

LAGGED WALL CLEAT (EYEBOLT) SECURED

TO STRUCTURAL MEMBER OR BLOCKING,

#8X1-1/2" EYEBOLT INTO WALL STUD.

NOTE:

CABLE FIXTURE INSTALLATIONS SHALL ALLOW THE FIXTURE TO SWING 45° IN ANY DIRECTION

WITHOUT OBSTRUCTION. IN THE EVENT OBSTRUCTIONS EXIST, A 3/16" AIRCRAFT CABLE SHALL BE

INSTALLED AS SHOWN TO RESTRICT THE MOVEMENT OF THE FIXTURE IN THE DIRECTION OF THE

OBSTRUCTION. THE HORIZONTAL CABLE SHALL ATTACH TO THE FIXTURE CABLE AS SHOWN.

CRIMP ATTACHMENT TO

SUPPORT CABLE TO ELIMINATE

FREE-SWING.

(TYPICAL AT EACH SUPPORT

CABLE)

CANOPY PROVIDED

WITH FIXTURE

#12 AIRCRAFT CABLES

PROVIDED WITH FIXTURE

WITH SET SCREW.

ATTACH TO POLE

STEEL BASE COVER

W/DRY PACK

BELOW BASEPLATE

SEE NOTE 3.

OF CONCRETE

WITHIN TOP 5"

(3)#3 REBAR TIES

1-1/2"

1-1/2"

1-1/2"

FINISH GRADE

2'-6"

36" MIN.

TYPICAL OF 4

TYPICAL OF 4

SEE NOTE 3.

J-HOOK AT BOTTOM

OF VERTICAL REBAR

AT 12" ON CENTER

STANDARD 180°

VERTICALLY-TYP

#3 REBAR TIES

   #4 VERTICAL REBAR

24"

3" MIN.

MINIMUM DIMENSIONS

TO MAINTAIN SPECIFIED

AND LARGER AS REQ'D

MINIMUM DIAMETER

5'-0"

    CONCRETE BASE FURNISHED AND INSTALLED WITH REBAR BY EC.

  AND PROJECTS INTO THE INTERIOR OF THE STIRRUP OR HOOP.

1. GALV. ANCHOR BOLTS & TEMPLATE FURNISHED BY EC; BOLTS INSTALLED AND

2. CONDUIT SHALL BE 3/4" MINIMUM SIZE AND MINIMUM 24" BELOW FINISH GRADE

3. TIES SHALL HAVE AT EACH END A 135 DEGREE HOOK BEND WITH A SIX-BAR DIAMETER

  BUT NOT LESS THAN 3 INCH EXTENSION THAT ENGAGES THE LONGITUDINAL REINFORCEMENT

NOTES:

3000 PSI CONCRETE BASE AT 28 DAYS, POUR IN

NATURALLY COPMPACTED EARTH HOLE FREE

LOOSE OF DIRT OR DEBRIS.

POLE AND FIXTURE PER LIGHTING

FIXTURE SCHEDULE, VERIFY

REQUIRED HEIGHT WITH FIXTURE

SCHEDULE, MAX POLE HEIGHT - 20'

PROVIDE EASED TOP EDGE W/ 1/2" RADIUSED

CORNERS. SACK AND PATCH SURFACE TO

ACHIEVE A SMOOTH UNIFORM FINISH.

1"X36" GALV. ANCHOR BOLT. VERIFY

EXACT SIZE & EMBEDMENT WITH MFR.

TYPICAL OF 4.

3" MINIMUM BETWEEN STEEL AND BELOW

GRADE OUTSIDE OF CONCRETE

BOND POLE TO EQUIPMENT GROUNDING

CONDUCTOR BY ATTACHING TO GROUND

LUG AT POLE BASE IN HAND HOLE.

25'-0" AFF

NOTES:

1. ALL HARDWARE TO BE PAINTED TO MATCH CEILING

FRAMING.

2. CHANNEL NUTS, SQUARE WASHERS, AND HEX NUTS

SHALL BE PROPERLY SIZED TO FIT EYE BOLT.

45°

ACCESSORY

LIGHTING FIXTURE

FIXTURE ROW. 

AT EACH END OF 

CHAIN HANGER

FOR LONGITUDINAL

(45° FROM HANGER

SUPPORT.)

#12g SEISMIC SUPPORTS

SEE DETAIL 10/A-922 FOR

CONNECTION OF HANGAR AND

BRACING WIRE TO

STRUCTURE ABOVE.

PLAN VIEW

HOT WELDED

ROOF STRUCTURE

SEALANT CONTINUOUS BEAD

STRUCTURAL STEEL CLAMP

FIELD FLASHING MEMBRANE

CONDUIT OR LIQUID-TIGHT CONDUIT

TO UNIT OR DEVICE PER PLANS

WATERPROOF CONDULET WITH

GALVANIZED FASTENERS

CONDUIT PER PLAN, SECURE

TO ROOF FRAMING. DOUBLE

STRAP CONDUIT TO ROOF

STRUCTURE OR BLOCKING,

WHERE CONDUIT IS USED FOR

OUTLET BOX OR CONDUIT

BODY SUPPORT, INSTALLATION

SHALL COMPLY WITH CEC 314

NOTE:

COORDINATE LOCATIONS AND

REQUIREMENTS WITH

ROOFING INSTALLER.

WP/GFI RECPTACLE W/ W.I.U. COVER

ON CONDUIT STUB-UP AS

OCCURRING. JUNCTION BOX SHALL

BE CAST WITH THREADED HUBS

MIN. 3/4" GRS CONDUIT, SIZE AND

QUANTITY PER PLANS.

BASE SINGLE PLY MEMBRANE

ATTACHEMENT

SINGLE PLY MEMBRANE 0/

1/4" DENS-DECK

MYERS POWER PRODUCTS

CENTRAL LIGHTING INVERTER

#1-E-4-S-BA-20-10-5YP.  (5 YEAR

PREVENTATIVE MAINTENANCE

PLAN, START-UP INCLUDED)

EMERGENCY LIGHTING

INVERTER

3750 VA 1ɸ (MINIMUM)

120V INPUT

120V OUTPUT

W/ OUTPUT C.B. AS SHOWN

GENERAL NOTES

*

*

POUR JOINT

*

*

9"

1'-6" MIN.

2

1

PROVIDE METAL SLEEVES WITH

I.D. 2" GREATER THAN THE O.D.

OF THE PIPE, TAPE WRAP PER

SPECIFICATIONS.

* REFER TO DETAIL 13/S-301

FOR EXACT / COMPLETE

REQUIREMENTS. TYPICAL.

LOCATE PIPE TRENCH SO THAT

FOOTINGS WILL NOT BE UNDERMINED

NO PIPE SHALL

PASS THROUGH

THE  FOOTING PAD

PLACE CONCRETE FILL AROUND SLEEVES BEFORE

POURING FOOTING PADS, FILL SHALL BE SAME

WIDTH AS FOOTING AND FULL WIDTH OF PIPE.

NO EXCAVATION

BELOW THIS LINE

1. CONCRETE FILL TO BE THE SAME WIDTH AS FOOTING AND FULL WIDTH

OF PIPE TRENCH.

2. CENTER PIPE IN PVC OR GALVANIZED METAL SLEEVE THAT HAS A MIN.

I.D. 1" GREATER THAN THE PIPES O.D.

3. WATERPROOF OPENING AROUND PIPE PER GENERAL SPECIFICATIONS.

4. COORDINATE INSTALLATION WITH STRUCTURAL ENGINEER.

NOTES:

1. MAXIMUM DIAMETER OF OPENING = 32".

2. ANNULAR SPACE IN 1-HR. WALLS = MINIMUM 0", MAXIMUM 1".

3. ANNULAR SPACE IN 2-HR. WALLS = MINIMUM 0", MAXIMUM 2".

4. PENETRANT MAY BE INSTALLED AT AN ANGLE NOT GREATER

THAN 45° FROM PERPENDICULAR.

5

4

3

2

1

F-RATING = 1-HR. OR 2-HR.

T-RATING = 0-HR.

L-RATING AT AMBIENT = LESS THAN 1 CFM/SQ FT.

L-RATING AT 400°F = LESS THAN 1 CFM/SQ FT.

1. GYPSUM WALL ASSEMBLY (UL/cUL CLASSIFIED U300, U400, OR V400

SERIES) (1-HR. OR 2-HR. FIRE-RATING) (2-HR. SHOWN).

2. (NOT SHOWN). WOOD STUDS TO CONSIST OF NOMINAL 2" x 4" LUMBER.

STEEL STUDS TO BE MINIMUM 2-1/2" WIDE.

3. PENETRATING ITEM TO BE ONE OF THE FOLLOWING:

A. MAXIMUM 30" NOMINAL DIAMETER STEEL PIPE (SCHEDULE 10 OR

HEAVIER).

B. MAXIMUM 30" NOMINAL DIAMETER CAST IRON OR DUCTILE IRON

PIPE.

C. MAXIMUM 6" NOMINAL DIAMETER COPPER PIPE OR TUBING.

D. MAXIMUM 6" NOMINAL DIAMETER STEEL CONDUIT.

E. MAXIMUM 4" NOMINAL DIAMETER EMT.

4. HILTI CP 606 FLEXIBLE FIRESTOP SEALANT:

A. MINIMUM 5/8" DEPTH OF SEALANT FOR A 1-HR. FIRE-RATING.

B. MINIMUM 1-1/4" DEPTH OF SEALANT FOR A 2-HR. FIRE-RATING.

5. MINIMUM 1/2" BEAD HILTI CP 606 FLEXIBLE FIRESTOP SEALANT APPLIED AT

POINT OF CONTACT.

SECTION A-A

A

A

FRONT VIEW

CONDUIT THROUGH FOOTING GRADE BEAM DETAIL 

WALL MOUNTED BUS BAR KIT INCLUDES

10"x1/4" COPPER GROUND BAR WITH TAPPED

HOLES, INSULATORS, AND STAND-OFF

BRACKETS.

#6 GROUND

CONDUCTOR TO PANEL

'DPR'

2-HOLE COMPRESSION

LUG (TYPICAL)

PROVIDE #6 CU INSULATED GREEN

JACK GROUND CABLE. GROUND ALL

METAL EQUIPMENT IN DATA ROOM (I.E.

DATA RACK, LADDER TRAY, CONDUITS,

METAL EQUIPMENTS, ETC). PROVIDE

APPROVED COMPRESSION

CONNECTOR. TYPICAL.

FLUSH CONCRETE POLE BASE DETAIL     

NOT FOR DSA REVIEW, LIGHTING POLES

ARE LESS THAN 35'-0" IN HEIGHT ABOVE

FINISHED GRADE, CAC-314, DSA 1R A-22.

DPR-41

"INV"

"LCP"

680W

NOTE: PROVIDE INVERTER

AND BATTERY CABINET WITH

PROTECTION FROM FIRE

SPRINKLER WATER SPRAY.

2400W

TOTAL

CONNECTED:

INV-3

20/1

r16

INV-2

20/1

INTERIOR GENERAL AREA

INV-1

20/1

270W

INV-5

20/1

315W

155W

INTERIOR GENERAL AREA

INV-4

20/1

BUILDING MOUNTED

EXTERIOR LIGHTING

GYMNASIUM

4

E-303

680W

GYMNASIUM

W/DRY PACK

STEEL BASE COVER

(3)#3 REBAR TIES

ATTACH TO POLE

WITH SET SCREW.

BELOW BASEPLATE

SEE NOTE 3.

OF CONCRETE

3" MINIMUM

CONCRETE

OUTSIDE OF

AND BELOW GRADE

BETWEEN STEEL

WITHIN TOP 5"

1-1/2"

1-1/2"

24" MIN.

5'-0"

1-1/2"

TYPICAL OF 6

   #4 VERTICAL REBAR

#3 REBAR TIES

VERTICALLY-TYP

AT 12" ON CENTER

J-HOOK AT BOTTOM

OF VERTICAL REBAR

STANDARD 180°

TYPICAL OF 4

SEE NOTE 3.

3" MIN.

24"

NOTES:

    CONCRETE BASE FURNISHED AND INSTALLED WITH REBAR BY EC.

  AND PROJECTS INTO THE INTERIOR OF THE STIRRUP OR HOOP.

  BUT NOT LESS THAN 3 INCH EXTENSION THAT ENGAGES THE LONGITUDINAL REINFORCEMENT

2. CONDUIT SHALL BE 3/4" MINIMUM SIZE AND MINIMUM 24" BELOW FINISH GRADE

3. TIES SHALL HAVE AT EACH END A 135 DEGREE HOOK BEND WITH A SIX-BAR DIAMETER

1. GALV. ANCHOR BOLTS & TEMPLATE FURNISHED BY EC; BOLTS INSTALLED AND

MINIMUM DIAMETER

AND LARGER AS REQ'D

MINIMUM DIMENSIONS

TO MAINTAIN SPECIFIED

3000 PSI CONCRETE BASE AT 28 DAYS,

POUR IN NATURALLY COPMPACTED

EARTH HOLE FREE LOOSE OF DIRT OR

DEBRIS.

FINISH GRADE

1"X36" GALV. ANCHOR BOLT.

VERIFY SIZE & EMBEDMENT

WITH MFR. TYPICAL OF 4.

BOND POLE TO EQUIPMENT GROUNDING

CONDUCTOR BY ATTACHING TO GROUND

LUG AT POLE BASE IN HAND HOLE.

NOT FOR DSA REVIEW, LIGHTING POLES

ARE LESS THAN 35'-0" IN HEIGHT ABOVE

FINISHED GRADE, CAC-314, DSA 1R A-22.

POLE AND FIXTURE PER LIGHTING

FIXTURE SCHEDULE, VERIFY

REQUIRED HEIGHT WITH FIXTURE

SCHEDULE, MAX POLE HEIGHT - 20'.

r15

INV-8

20/1

300W

EXTERIOR PATH OF

EGRESS LIGHTING

SEE DETAIL 10/A-922 FOR

CONNECTION OF HANGAR AND

BRACING WIRE TO

STRUCTURE ABOVE.

E-0

FEBRUARY 11, 2022

C-0

METAL PIPE THROUGH CONCRETE FLOOR/WALL OR BLOCK WALL

NOTES :

1. MAXIMUM DIAMETER OF OPENING = 12".

2. ANNULAR SPACE = MINIMUM 0", MAXIMUM 1-1/4".

3. MINIMUM 1/2" DEPTH HILTI FS-ONE INTUMESCENT FIRESTOP SEALANT, CP
601S ELASTOMERIC FIRESTOP SEALANT, OR CP 606 FLEXIBLE FIRESTOP
SEALANT IS REQUIRED ON BOTH SIDES OF A WALL ASSEMBLY.

4. W-RATING APPLIES ONLY WHEN CP 601S ELASTOMERIC FIRESTOP
SEALANT OR CP 604 SELF-LEVELING FIRESTOP SEALANT IS USED.

1. CONCRETE FLOOR OR WALL ASSEMBLY (2-HR. FIRE-RATING):
A. ANY LIGHTWEIGHT OR NORMAL WEIGHT CONCRETE 
FLOOR OR WALL (MINIMUM 4-1/2" THICK).
B. ANY UL/cUL CLASSIFIED CONCRETE BLOCK WALL.

2. PENETRATING ITEM TO BE ONE OF THE FOLLOWING:
A. MAXIMUM 10" NOMINAL DIAMETER STEEL PIPE 
(SCHEDULE 10 OR HEAVIER).
B. MAXIMUM 10" NOMINAL DIAMETER CAST IRON PIPE.
C. MAXIMUM 4" NOMINAL DIAMETER COPPER PIPE OR 

TUBING.
D. MAXIMUM 4" NOMINAL DIAMETER STEEL CONDUIT.
E. MAXIMUM 4" NOMINAL DIAMETER EMT.

3. MINIMUM 3" THICKNESS MINERAL WOOL (MINIMUM 4 PCF DENSITY) TIGHTLY
PACKED FOR NOMINAL 4" DIAMETER (AND SMALLER), AND MINIMUM 4"
THICKNESS MINERAL WOOL (MINIMUM 4 PCF DENSITY) TIGHTLY PACKED
FOR PIPES GREATER THAN NOMINAL 4" DIAMETER.

4. MINIMUM 1/2" DEPTH HILTI FS-ONE INTUMESCENT FIRESTOP SEALANT, CP
601S ELASTOMERIC FIRESTOP SEALANT, CP 604 SELF-LEVELING FIRESTOP
SEALANT, OR CP 606 FLEXIBLE FIRESTOP SEALANT.

5. MINIMUM 1/2" BEAD HILTI FS-ONE INTUMESCENT FIRESTOP SEALANT, CP
601S ELASTOMERIC FIRESTOP SEALANT, OR CP 606 FLEXIBLE FIRESTOP
SEALANT APPLIED AT POINT OF CONTACT. (NOT REQUIRED WHEN CP 604
SELF-LEVELING FIRESTOP SEALANT IS USED, ITEM NO. 4).

SECTION A-A

A

TOP VIEW

A

F-RATING = 2-HR.
T-RATING = 0-HR.

L-RATING AT AMBIENT = LESS THAN 1 CFM/SQ. FT.
L-RATING AT 400° F = 4 CFM/SQ. FT.

W-RATING = CLASS I (SEE NOTE NO. 4 BELOW)

�
�

�
A
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ORCUTT ACADEMY MULTI-USE ROOM BUILDING

DETAILS

1NTSUNDERGROUND STUB UP DETAIL

XXXX
R

EXTERIOR WALL

CONCRETE SLAB

CONCRETE

SEE CIVIL

±1
2"

GROOVE CONNECTION

PROVIDE 2" ANNULAR
CLEARANCE w/ SONOTUBE

18"

AMES IN-BUILDING RISER
STAINLESS STEEL

(SIZED PER NFPA 24 )
THRUST BLOCK

12"MINIMUM

6' 'MAXIMUM

10" 120V ELECTRIC BELL
ON EXTERIOR FACE OF WALL
(Wiring By Others)

2"
2" TEST & DRAIN VA.

w/ GAUGE & RELIEF

4" FLOW SWITCH
(Wiring By Others)

FINISH FLOOR

2" MIN. ANNULAR CLEARANCE

* FLEX.  CPLG.

*
FLEX. GRVD. CPLG.

6"

2NTS4" SYSTEM RISER DETAIL

3NTS4-WAY RISER BRACE DETAIL

4NTSSEISMIC BRACING CALCULATIONS

Sprinkler System Load Calculation (Fpw = CpWp)
Cp = 

Orientation of connecting surface:
Fastener:

Type:
Diameter:
Length: (In wood)
Maximum Load: 

Fastener Information

Length of Brace
Diameter:
Type of Brace:
Angle of Brace:

Brace Information

Least Radius of Gyration:
l/r value:
Maximum Horizontal Load: 

Make:

Seismic Brace Attachments
Structure attachment fitting or tension-only bracing system:

Model:
Listed load rating: Adjusted Load Rating:

Make:
Transition attachment Fitting (where applicable):

Model:
Listed load rating: Adjusted Load Rating:

Make:
Sway Brace (pipe attachment) fitting:

Model:
Listed load rating: Adjusted Load Rating:

Type:Brace ID used on plans:

Type H

Thru-Bolt
½"
3½"

330 x 1.17 = 386

≤ 7'-0"
1"

Sch.40 Pipe
45° - 59°

.421
200
1310

Bolt Bolt
----- -----

Tolco Fig. 980
2765 1955

Tolco Fig. 1001
2015 1425

- Lateral

.49

1

See Detail #5

4" Sch.10 35 ft. 11.78 lb./ft. 412.3 lbs.

Total Weight 412 lbs.

x Cp = 0.49 202 lbs.

ZOI + 15% Fpw = 232 lbs.

Sprinkler System Load Calculation (Fpw = CpWp)
Cp = 

Orientation of connecting surface:
Fastener:

Type:
Diameter:
Length: (In wood)
Maximum Load: 

Fastener Information

Length of Brace
Diameter:
Type of Brace:
Angle of Brace:

Brace Information

Least Radius of Gyration:
l/r value:
Maximum Horizontal Load: 

Make:

Seismic Brace Attachments
Structure attachment fitting or tension-only bracing system:

Model:
Listed load rating: Adjusted Load Rating:

Make:
Transition attachment Fitting (where applicable):

Model:
Listed load rating: Adjusted Load Rating:

Make:
Sway Brace (pipe attachment) fitting:

Model:
Listed load rating: Adjusted Load Rating:

Type:Brace ID used on plans:

Type E

Thru-Bolt
½"
3½"

350 x 1.17 = 409

≤ 7'-0"
1"

Sch.40 Pipe
45° - 59°

.421
200
1310

Bolt Bolt
----- -----

Tolco Fig. 980
2765 1955

Tolco Fig. 4L
2015 1425

- Longitudinal

.49

2

See Detail #9

8NTSSEISMIC BRACING CALCULATIONS

9NTSSEISMIC BRACING DETAIL

10NTSSTEEL STUD HANGER

11NTSTYPICAL BRANCHLINE  HANGER TO JOISTS

5NTSSEISMIC BRACING DETAIL

6NTSSTEEL STUD RESTRAINT

7NTSTYPICAL MAIN TRAPEZE HANGER DETAIL

CONTINUOUS SWEEP, NO FITTINGS

12NTSAIR VENTING

15NTSARMOVER HANGER DETAIL

5'-0"

36
" M

IN
IM

UM
 B

UR
Y

CONT.
FOR

BFV

2" MAIN DRAIN

4" BUTTERFLY VALVE

4" CHECK VALVE

w/TAMPER SWITCH

4"

4"

SPARE SPRINKLER CABINET

PROVIDE ALL SIGNAGE AS REQUIRED BY NFPA #13-2016 table A.6.9

3
4"

 TABLE B             MAX DISTANCE BETWEEN HANGERS, NFPA 9.2.2.1(a)

Steel Pipe (except threaded lightwall) NA

1"

12-0

1¼" 1½"

15-0

2" 2½" 3" 3½" 4"

12-0 15-0 15-0 15-0 15-0 15-0

Threaded Lightwall Steel Pipe NA 12-0 12-0

Copper Tube 8-0 10-0 12-0 15-0 15-0

CPVC 5-6 6-0 7-06-6 8-0 9-0 10-0

Ductile-iron Pipe NA 15-0 15-0

12-0 12-0 12-0 12-0 NA NA

8-0 10-0 12-0 12-0

NA NA

NA NA NA NA NA NA

SEE DETAIL #3

4" Sch.10 2 Pc. 12 ft. 11.78 lb./ft. 141.4 lb.
2" Sch.40 12 Pcs. 82.8 ft. 5.13 lb./ft. 424.8 lb.
1" Sch.40 8 Pcs. 67.2 ft. 2.05 lb./ft. 137.8 lb.

Total
Weight

704 lb.

x Cp = 0.49 345 lb.
ZOI + 15%

=
Assigned
Load =

397 lb.

TOLCO

TOLCO FIG. 100
3

8" ALL THREAD
ROD ASTM 307

TOLCO FIG. 200
ADJUSTABLE RING
HANGER

PIPE 2" AND SMALLER

PLAN SYMBOL

#78Max Wp = 100 lbs

12
" M

AX

TOLCO

3"

3"

TOLCO FIG. 78 CEILING PLATE
w/ (2) #14 x 1" TEK SCREWS

ICC ES ESR 1976

(ROTATED 90º FOR CLARITY)

eq. eq.

STEEL PIPE
LATERAL

BRACE

ATTACHMENT
SWAY BRACE

TOLCO FIG. 1001

TOLCO FIG. 980
NO-THREAD SWIVEL

SWAY BRACE ATTACHMENT

ATTACHMENT
BAR JOIST SWAY BRACE

TOLCO FIG. 825A

(SIZED FOR SUSPENDED PIPE)

FIG.# 200H Swivel Ring

ALL THREAD ROD 

Swivel Ring

Round
Bar

Pipe

All Thead Rod
FIG.# 200H Swivel Ring

WASHER & NUT
HEAVY DUTY FENDER

CHORD OF BAR JOIST
TOP OR BOTTOM

TOLCO

ALL THREAD ROD

ADJUSTABLE RING

FIG. 100

NO LOCK
NUT REQ'D

FIG. 200

HANGER

2½" SCH 10 PIPE

NFPA 13  9.1.1.7.1(a)
8'-0" SPAN 
4" SCH 10 PIPE MAX
MODULUS = 0.68
TRAPEZE PIPE

SWAY BRACE ATTACHMENT
NO-THREAD SWIVEL
TOLCO FIG. 980TOLCO FIG. 4LA

PIPE CLAMP FOR
SWAY BRACING

BRACE
LATERAL

STEEL PIPE

TOLCO FIG. 825A
BAR JOIST SWAY BRACE

ATTACHMENT

14NTSBAR JOIST RESTRAINT

13NTSBAR JOIST HANGER

3
3

30º - 44º

TOLCO #980
SWIVEL ATTACHMENT

TOLCO #1001
FAST CLAMP

TOLCO #1001
FAST CLAMP

1" SCH. 40 PIPE
3'-6" MAX. LENGTH

4" RISER

SYMBOL ON PLAN:

BRANCH LINE
TYPICAL

1/2" STRAINER

POTTER AIR VENT, PAV

1/2" BALL VALVE

1/2" NIPPLE

16NTSSEISMIC COEFFICIENT

19NTSCENTER-OF-TILE DROP DETAIL

SPRINKLER HEAD

T-BAR CEILING

1"x 2'-6 CTF

TY
P.

± 2
'-0

1"x 1'-6 CTF

BRANCHLINE OR ARMOVER

1"x (See Plan) LENGTH VARIES

1" PLUG (NOT SHOWN) FOR TESTING

1"x SEE PLAN FOR LENGTH

SPRINKLER HEAD

T-BAR CEILING

1"x 2'-6 CTF

TY
P.

± 2
'-0

1"x 1'-6 CTF

BRANCHLINE OR ARMOVER

1"x (See Plan) LENGTH VARIES

1" PLUG (NOT SHOWN) FOR TESTING

SPRINKLER HEAD

T-BAR CEILING

1"x 2'-6 CTF

TY
P.

± 2
'-0

1"x 1'-6 CTF

ARMOVER

1"x (See Plan) LENGTH VARIES

1" PLUG (NOT SHOWN) FOR TESTING

HANG ARMOVER IF DIMENSION
EXCEEDS 24" (100 PSI MAX.)

18NTSCENTER-OF-TILE DROP DETAIL

17NTSCENTER-OF-TILE DROP DETAIL

Table 9.3.5.9.3 Seismic Coefficient Table

SS                          Cp

0.33 or less 0.35
0.4               0.38
0.5               0.4
0.6               0.42
0.7               0.42
0.8               0.44
0.9               0.48
1               0.51
1.1               0.54
1.2               0.57
1.3 0.61
1.4 0.65
1.6 0.75
1.7 0.79
1.8 0.84
1.9 0.89
2 0.93
2.1 0.98
2.2 1.03
2.3 1.07

Table 9.3.6.4(a) Maximum Spacing (ft)(m) of Steel Pipe Restraints

Pipe                      Seismic Coefficient, CP

(in.)

(mm)

               Cp ≤ 0.50          0.5 < Cp≤ 0.71   0.71 < CP1.40   CP ≥ 1.40

½ (15)       34 (10.3)        29 (8.8)             20 (6.1)               18 (5.5)

¾ (20)      38 (11.6)         32 (9.7)             23 (7.0)               20 (6.1)

1 (25)       43 (13.1)          36 (11.0)           26 (7.9)              22 (6.7)

1¼ (32)    46 (14.0)          39 (11.9)           27 (8.2)              24 (7.3)

1½ (40)    49 (14.9)          41 (12.5)           29 (8.8)              25 (7.6)

2 (50)      53 (16.1)          45 (13.7)            31 (9.4)              27 (8.2)

SYMBOL ON PLAN:

1
1 OR

SYMBOL ON PLAN:

2 OR 2

CONCRETE WALLCONCRETE WALL

TO BE WITHIN 24" OF T.O.R.

½
 P

U
R

LI
N

 D
EP

TH

(2) ¼ x1 TEK SCREWS

HANGER # 58

FIG. 58

TOLCO

STEEL CONSTRUCTION

ADJUSTABLE RING HANGER
FIG. 200

3/8" ALL THREAD ROD
FIG. 100

SIDE BEAM BRACKETFIG. 75 SWIVEL

FIG. 100
ALL THREAD ROD

ADJUSTABLE RING HANGER
FIG. 200

ROD COUPLING

ADJUSTABLE RING HANGER
FIG. 200

FIG. 100
3/8" ALL THREAD ROD

3/8" DOUBLE NUTS & FENDER WASHER

FIG. 58
SIDE BEAM BRACKET

(2) ¼ x1 TEK SCREWS

ADJUSTABLE RING HANGER
FIG. 200

3/8" ALL THREAD ROD
FIG. 100

45°

45°

STEEL BAR JOIST PER STRUCTURAL
STEEL STUD PER STRUCTURAL

TOP TRUSS CORD PER STRUCTURAL

3/8"x0-6 ATR 

SYMBOL ON PLAN:SYMBOL ON PLAN: SYMBOL ON PLAN:

SYMBOL ON PLAN:

SEE DETAIL
#13

W/ NUT & FENDER
WASHER

MAXIMUM DISTANCE FOR END OF LINE HANGERS TO BE:
36 in. FOR 1 in. PIPE

48 in. FOR 1¼ in. PIPE
60 in. FOR 1½+ in. PIPE

PER NFPA 13 (2016) FIG. A.9.2.3.4.

POWERS SD-2
½" x 0-4½"

ICC-ES ESR-2502
MIN EMBED. 3¾"

PER NFPA #13-2016 9.3.4.2

SURGE RESTRAINER OR 
RODS TIGHT TO PIPE

SURGE RESTRAINER OR 
RODS TIGHT TO PIPE
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SHEET TITLE

DRAWN BY:

THE ARCHITECT DOES NOT REPRESENT THAT
THESE PLANS OR THE SPECIFICATIONS ARE
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IN PART AT ANY OTHER SITE
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ORCUTT
ACADEMY
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OR CMU WALL

�
�

�
A

�
�

�
A

A             05-18-2022          ADDENDUM A9



DN

A

1

2

3

4

5

6

7

8

9

10

11

12

13

14

LOBBY
101

MEN'S
RESTROOM

102

WOMEN'S
RESTROOM

103

GYM
104

STORAGE
105

JAN
106 STORAGE

107

ELECTRICAL
108

STORAGE
109

STAGE
110

LIFT
111

STORAGE
112

BOY'S LOCKER
113

GIRL'S LOCKER
114

CLASSROOM
115

B D E HG

OUTDOOR STAGE
116

4" FIRE RISER
SEE DETAIL SHEET FP-3

6" UNDERGROUND
SEE SHEET FP-2

SHEET NOTES:
1)  FOR HANGERS SEE SHEET FP-103
2)  FOR BRACING SEE SHEET FP-103
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.
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E 
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.

TR
AP

EZ
E 
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PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

PENDENT SPRINKLER MAY BE
OMITTED PER NFPA 13 SEC 8.15.7.2

AUX DRAIN

AU
X 
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N
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AUX DRAIN
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3

3
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3
3

3
3

3
3

1
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2 2
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C

111

1

2

1
2

1

1111

1

1

1

2

2

10" ELECTRIC BELL
ON EXTERIOR WALL
SEE RISER DETAIL
SHEET FP-103.
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SECTION "B" SECTION "B"

ORCUTT ACADEMY MULTI-USE ROOM BUILDING

PIPING FLOOR PLAN
 1/8" = 1'-0"

PIPING FLOOR PLAN

Location

Basis of Design

HYDRAULIC SYSTEM

Density
Designed area of discharge

Types of sprinklers/nozzles
(k-factor, temp, orientation, orifice size,
SIN, and response time)

Sprinkler water flow
Min. discharge flow rate and pressure
from the hydraulic most demanding
sprinkler
For deluge systems, the required flow
and pressure at the hydraulically most
demanding sprinkler or nozzle

Hose stream allowance
Residual pressure at the base of riser

Required flow and pressure at the
base of riser

Required pressure for reducing valves
Required flow and pressure of the
system at the water supply

Required flow and pressure of the
system at the discharge side of the
fire pump
Occupancy/Commodity classification
Max. storage height
NFPA edition to which the system was
designed and installed

System Demand

This building is protected by a
Hydraulically Designed Sprinkler System

Date Installed

psi

psi

psi

gpm/ft²

ft²

gpm

gpm

psigpm

gpm

gpm

gpm

MONTH DAY YEAR
T.B.D.

Orcutt Academy HS MPB, Orcutt, Ca.

.20

1652

Victaulic
5.6K, 155°, PENDENT
 V3801,  QUICK RESPONSE

340.8
22.5                        16.1

NA

250

35.1

340.8

NA

590.8

NA

ORD HAZ GRP 2
N/A

2016

35.1

41.99

FIRE SPRINKLER DESCRIPTIONS

QTY. SYM. FINISH MAKE/MODEL ORIENTATION SI # K FACTOR TEMP RESPONSE CANOPY CANOPY
FINISH

90 BRASS VICTAULIC UPRIGHT V2704 5.6 200° QR NONE N/A

46 WHITE VICTAULIC PENDENT V2708 5.6 155° QR REC WHITE

136 TOTAL SPRINKLERS THIS PROJECT

Project Name: Orcutt School  Number Job Number
Location: 610 Pinal Ave, Orcutt, California
Drawing Number 2111092
Date 1/26/2021
Remote Area Number 1
Remote Area Location MPR
Occupancy Classification Ordinary Hazard II
Required Density 0.20 GPM/Ft²
Average Density 0.21 GPM/Ft²
Area of Application 1652.2 Ft²
Average Coverage per Sprinkler 110.1 Ft²
Type of Sprinklers Calculated Victaulic V27 SS Upright(5.6K)
Number of Sprinklers Calculated 15
Hose Streams 250 GPM
Flow & Pressure at Base of Riser 340.8 GPM @ 35.1 PSI
Total Water Required (Including Hose)590.8 GPM at 41.99psi  (24.59psi / 36.94% Safety Margin)
Type of System Wet Pipe
Water Supply 69 , 20 @ 3000
Water Supply Date 08/05/2021
Water Supply Test Location: Hydrant located at 805 Pinal Avenue
Water Supply Source: Golden State Water Company
Contractor: PFC
Address: 3940 Broad Street #7438 San Luis Obispo, Ca. 93401
Phone: 805-696-2893
Designer: Ken Gould
Authority having Jurisdiction: DSA

125 SQ,FT per sprinkler
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RESPONSIBILITY FOR THESE PLANS AND 
SPECIFICATIONS IF THEY ARE USED IN WHOLE OR 
IN PART AT ANY OTHER SITE
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560 HIGUERA STREET, SUITE C  

SAN LUIS OBISPO, CA 93401

TEL (805) 476-0399  
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D9B

WALL BUCK

ATTACHMENT

DETAIL

ORCUTT ACADEMY

HS MUR BUILDING

20179.01Author

610 Pinal Avenue

Orcutt, CA 93455

ORCUTT UNION SCHOOL

DISTRICT

500 Dyer Street

Orcutt, CA 93455

C I V I L   E N G I N E E R

L A N D S C A P E   A R C H I T E C T

S T R U C T U R A L   E N G I N E E R

M E C H A N I C A L   E N G I N E E R

E L E C T R I C A L   E N G I N E E R

F I R E   P R O T E C T I O N   E N G I N E E R

STANTEC CONSULTING SERVICES INC.

111 East Victoria Street

Santa Barbara, CA 93101

TEL (805) 680-6830

OASIS ASSOCIATES

3427 Miguelito Court

San Luis Obispo, CA 93401

TEL (805) 541-4509

STORK, WOLFE & ASSOCIATES

555 Chorro Street, Suite A1

San Luis Obispo, CA 93405

TEL (805) 548-8600

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-4269

THOMA ENGINEERING

3562 Empleo, Suite C

San Luis Obispo, CA 93406

TEL (805) 543-3850

BMA MECHANICAL +

100 Cross Street, Suite 204

San Luis Obispo, CA 93401

TEL (805) 544-42-69

03-121912DSA#

NO. DATE DESCRIPTION
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